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I. INTRODUCTION

The drainage basin under study is part of the Paradise Pond Watershed.
A master plan hydrologic analysis of the Paradise Pond Watershed was
prepared for the City of Reno in August, 1986. The master plan
addressed watershed problems and needs, and recommended improvement

alternatives.

This study was undertaken under the authority of the city of Reno for
the purpose of providing analysis and design services to address a
subbasin within the Paradise Pond drainage area, specifically, the:
Manogue High School Union Pacific Railrcad - Evans Avenue - Reno
Rendering Plant drainage basin. The need for this study was prompted
by the proposed replacement of Union Pacific Railroad's culverts above
Manogue High School with larger pipes, which could intensify the
critical flooding problems currently being experienced by Manogue High
School. Tt is the City's intent that the entities affected by the
various flooding problems within the study ‘area cooperate in the
construction of flood control improvements, with the purpose of this
study being to determine the most cost effective improvements

alternative to relieve the existing flooding problems.

The project scope includes providing a detailed study of the subject
subbasin in order to formulate recommendations for flood control
improvements. This involved the collection and review of existing
information, hydrologic analysis of the basin using the U.S. Army Corps
of Engineers HEC-1 Flood Hydrograph package computer program, selection
of possible detention basin sites, scils investigations at the possible
detention basin sites, and routing analysis along the flood route.
Opinion of probable construction costs were developed for selected
alternatives along with the analysis of the various retention and
routing combinations in 1light of degree of protection, and

constructability of the improvements.




II. EXISTING DRAINAGE PATTERNS

A review of the existing drainage basin hydrology, the existing flood
control improvements, and the current land ownership, was made to form
a basis for the flood control jimprovement needs for the study area and

the feasibility of constructing such improvements.
[ Study Area

The Evans Avenue Drainage Basin is located in the northeastern
portion of Reno, Washoe county, Nevada. The drainage basin covers
2.81 square miles in Sections 23-24, 26-27, 34-36, of T20N, RI19E;
Sections 1 and 2 of T19N, RI19E, M.D.B.&M. (see Plate No. 1.,
"vicinity Map")

The drainage basin generally slopes in a southeasterly direction.
The elevation varies from 5,455 feet at the basin's upper reach to
4,500 feet at the Reno Rendering Plant and to a water surface

elevation of approximately 4,438 feet at Paradise Pond.

Development within the basin varies from sparsely developed in the
upper reaches north of our Mother of Sorrows Cemetery to highly
developed with high density residential properties east of the
Reno Rendering Plant and industrial development along Parr

Boulevard.

The soils in the Evans Avenue Drainage Basin typically have a high
percentage of clay. The Soil Conservation Service places this
type of soil under its Hydrologic Soil Classification "D", which
is soil with very low permeability or capacity to retain water and
thus a high runoff rate. The vegetative cover in the undeveloped
areas is predominately sparse to moderately dense éagebrush.
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] Existing Facilities

All drainage for the undeveloped upper reaches of the basin
bordering Panther Valley is served by Nevada Department of
Transportation (NDOT) designed culverts under Interstate 80 (I-
80). NDOT design standards call for 100-year return period storm
capacity.

Below I-80, the drainage is carried in natural open channels to
the Parr Boulevard area where the existing drainage facilities are
designed for a 5- or 1l0-year return period storm event. There are
no current facilities to convey the 100-year storm event nor are
there any existing detention facilities.

Below Parr Boulevard, the drainage is carried in a natural open
channel east of and adjacent to U.S. 395 to Comstock Drive. A 48"
diameter (¢) reinforced concrete pipe conveys the flows under
Ccomstock Drive which has the capacity to convey approximately the

5-year storm event.

Below Comstock Drive, the drainage is carried in a natural open
channel to McCarran Boulevard which is served by an 84" diameter
corrugated metal pipe. This culvert has the capacity to convey
approximately the 100-year storm event.

Below McCarran Boulevard, the drainage is carried in a natural
open channel of moderate tc steep slope to a 96" corrugated metal
pipe under the University of Nevada, Reno (UNR) access road. This
culvert has the capacity to carry approximately the 100-year storm
event.

Below the UNR access road, the drainage is carried in a natural
open channel to Evans Avenue. Evans Avenue is served by a 72"¢
corrugated metal pipe. To convey the 100-year storm event, Evans
Avenue acts as a detention dam with a storage of 26 acre-feet. It




should be noted that the Evans Avenue embankment was not designed

as a detention dam.

Below Evans Avenue, the drainage travels approximately 70 feet in
a natural open channel to two 48"¢ corrugated metal pipes under
the Union Pacific Railroad. To convey the 100-year storm event,
the Union Pacific Railroad embankment acts as a detention dam with
a storage of 10 acre-feet. The railroad embankment also was not

designed as a detention dam.

Inmediately below the 48"¢ culverts, the drainage is served by a
24"¢ storm drain pipe under the Manogue High School athletic
field. Due to the pipe's limited capacity (less than the drainage
from a 5-year storm event), the storm water flows overland across
the athletic field. The 24"¢ storm drain pipe goes directly into
a 72" reinforced concrete pipe crossing Valley Road. This pipe
has the potential to carry the 100-year storm event if connected
to the railroad embankment culverts.

From the outlet of the 72"¢ storm drain under Valley Road, the
drainage flows into a natural open channel to the Reno Rendering
Plant. At the intersection of this channel with the Orr Ditch
immediately below Valley Road, the drainage flows under the Orr
Ditch via a 6'-9%"x4'0" reinforced concrete box inverted siphon.

In Oddie Boulevard below the Reno Rendering Plant, the drainage is
conveyed in a 22"x36" corrugated metal arch pipe which has a
capacity less than the 5-year runoff. At the northwest corner of
Sutro Street and Oddie Boulevard, the culvert changes to a 36"¢
storm drain which also has less than 5-year runoff capacity. At
the northeast corner of Sutro Street and Oddie Boulevard, the
culvert increases to a 42"¢ reinforced concrete pipe storm drain.
The 42"¢ storm drain has the capacity to carry approximately one-
half of the 5-year storm event. At Montello Street, the storm
drain increases to a 48"¢ reinforced concrete pipe which continues
to Silverada Boulevard where it is upsized to a 54"¢ reinforced




concrete pipe. At its terminus at Paradise Pond, the pipe size is
increased to a 66"¢ reinforced concrete and corrugated metal pipe.
Several storm drain laterals intersect the Oddie Boulevard system

conveying local drainage from the area north of Oddie Boulevard.

A summary of the existing facility capacities is shown in Table 1.
The Existing Facility Map is included in Appendix F. The Existing
Facility Capacities Calculations are included as Appendix 3.

TABLE 1

EXISTING DRAINAGE FACILITY CAPACITY SUMMARY

APPROXIMATE CAPACITY

FACILITY & IOCATION CFS RETURN PERIOD
48"p RCP under Comstock Drive 120 < 5-yr.
84"¢ CMP under McCarran Boulevard 650 100-yr.
96"¢ CMP under UNR access road 650 100-yr.
72"¢ CMP under Evans Avenhue 586 100-yr.
2-48"¢ CMP's under UPRR 558 100-yr.
72%¢p RCP under Valley Road 670 100-yr.
42"¢ RCP in Oddie Boulevard 110 < 5-yr.

® Identified Flooding Problem Areas
The following areas were identified as flooding problem areas:

1. Parr Boulevard - This area appears to have flooding
potential but was not identified as a problem area at this
time by the City of Reno Engineering Department.

2. our Mother of Sorrows Cemetery - The Cemetery, which is
located at the northeast corner of North Virginia Street and
McCarran Boulevard, has experienced frequent flooding in the

recent past. The Catholic Diocese of Reno desires flood
protection for their cemetery plots and their lower access
road. The Diocese also desires flood protection for their

future expansion which includes additional cemetery plots.




Evans Avenue and Union Pacific Railroad Embankments =~ These
embankments were not designed for flood water detention. The
Union Pacific Railroad embankment failed in the recent past,

prompting the railroad to construct twin 48"¢ culverts under
the embankment.

Manogue High School - The discharge from the Union Pacific
Railroad culverts under their embankment exceeds the capacity
of the 24" reinforced concrete pipe under the athletic
field. This causes the excess runoff to flow overland across
the athletic field, leaving flood debris on the field.

Reno Rendering Plant - The Reno Rendering Plant located
northwest of the intersection of Oddie Boulevard and Wells
Avenue has experienced flooding problems due to its proximity
within the flood path of the subject basin.

Residential Area - Bordered by O©Oddie Boulevard to the
north, U.S. 395 to the east, I-80 to the south, and Sutro
Street to the west. All runoff which exceeds the oOddie
Boulevard system capacity crosses Oddie Boulevard and flows
south, unable to drain naturally to Paradise Pond. This
condition, combined with poor drainage within the residential

area, has caused flooding problems in this area.

Land Ownership

The current assessor's parcel maps were used to identify parcels

and property owners along the flood route below Parr Boulevard and

above Reno Rendering Plant which were potential sites for a

detention basin or routing improvements. The parcel owners were

identified to assist in determining potential acquisition
feasibility. The Land Ownership Map is included as Appendix L.




TII. PROPOSED FLOOD CONTROL FACILITIES

Flood hydrographs were developed and then routed through several
detention/conveyance alternatives to form the basis for flood control

improvement reconmendations.
® Methodology and Criteria

The methodology developed by the U.S. Army Corps of Engineers at
the Hydrologic Engineering Center (known as the HEC-1 Flood
Hydrograph Package) was celected to compute the peak storm water
flows. '

A complete discussion of the applied HEC-1 method may be found by
reviewing the HEC-1 Flood Hydrograph Package Users Manual as
published by the U.S. Army Corps of Engineers Water Resources
Support Center, dated September 1981 (revised January 1985). The
following is a general outline of the data used in the procedures:

1. Physical Characteristics of the Drainage Region

a. Drainage Area
b. Overland slope
c. Soil type and land use

2. Drainage characteristics

a. lag time - the estimated time from the centroid of

rainfall to peak discharge (hr.).

b. SCS (Soil Conservation Service) Hydrology Curve Number
(CN) - a number that reflects the percentage of storm
rainfall that is converted to runoff; as the curve

number increases, runoff increases.




Rainfall Quantities
a. Rainfall Depth - the total depth of rainfall estimated
to fall during a storm.

b. Rainfall Temporal Distribution - the distribution of the
total rainfall depth over the duration of the rainfall

event.

The input data for the HEC-1 model was based upon the master plan

report prepared for the City of Reno titled "A Hydrologic

Analysis of the Paradise Pond Watershed" - August 1986. Upon

reviewing the master plan, the following items were noted:

1.

The master plan stated that the runoff from subareas R, N, o,
and Q, flowed into the Orr Ditch and therefore did not
contribute to the runoff flowing into Paradise Pond. It also
stated that the runoff from Subareas C and H percolated into
the ground, thereby not contributing runoff to the Paradise
Pond Watershed. SEA believes that in the event of a severe
storm, Subareas C, H and O will contribute runoff to the
drainage basin being studied.

The master plan developed "present condition" Soil
Conservation Service curve numbers and "future condition"
curve numbers for the drainage areas, with the "present
condition" curve numbers selected to be used. Based upon
discussions with the City of Reno Engiﬁeering Department, it
was decided to use the "future condition" curve numbers in
this study.

In computing the subarea's time of concentration and lag
time, the master plan uses velocities for the pipe reaches
which are extremely high. The velocities were computed using
Manning's formula based on full flow. In this study, it was
assumed that during a severe storm event, the pipes would be
unable to carry the runoff and overland flow would




predominate. Making this adjustment would tend to increase
basin lag times.

4. The master plan routes the runoff from Subarea J into a 30"¢
RCP which flows west down Enterprise Road into the Evans
Avenue system. SEA believes that during a severe storm event
the runoff will cross Enterprise Road and continue in a
straight line manner down Valley Road.

5. In determining the routing travel times, the master plan used
average velocities for overland flow. In areas of defined
channel flow, SEA believes that it is appropriate to use
Manning's equation for high-flow conditions to determine flow
velocities. This adjustment tends to reduce travel time for
routed hydrographs, causing a reduction in flood wave
attenuation and an increase in peak flow downstream.

6. 'The master plan used the City of Reno Rainfall Curves
developed by Winzler and Kelly Engineers in 1984. The 24-
hour duration precipitation values were verified and used in
this study.

7. The hydrologic soil group classifications used by the master
plan for the various subareas were checked using the Soil
Conservation Services' "Soil Survey of Washoe County". The
soil groups used in the determination of curve numbers were
verified.

8. The flood hydrograph program used in the master plan is not
familiar to SEA. 1Instead, the U.S. Army Corps of Engineers
HEC-1 Flood Hydrograph Package was selected for use in this
study to provide a state-of-the-art analysis familiar to most
agencies.

A summary of the drainage basin data and supporting calculations are
included as Appendix 4.




The IBM XT 512K Version of the HEC-1 Flood Hydrograph Package that
was used for the computer modeling has certain limitations. The
maximum number of hydrograph ordinates that can be computed is
300. Due to this restriction, it was determined that the modeling
of alternatives utilizing detention basins should be run with a 10
minute time interval to adequately analyze a 24 hour storm. This
allowed for 50 hours of total time tabulation, which is necessary
to provide sufficient time for the flood hydrograph to be routed
through detention reservoirs. Using a 10 minute time interval for
the computation and routing of flood hydrographs for a basin this
small can contribute to small inaccuracies in peak runoff values.
The base run for this study was, therefore, modeled using both a 5
and 10 minute time interval to provide a comparison of the
computed peak flows. The variation in the resulting peak flows
was negligible and it was determined that using a 10 minute time
interval would be acceptable.

The 100-year return frequency, 24-hour duration storm was selected
for the design storm for flood routing alternatives where
possible. The 25-year and 5-year return frequency, 24-hour
duration storms were also modeled and analyzed. The Probable
Maximum Flood (PMF) and the 1/2 PMF events were considered in the
modeling of detention basin spillways when the detention basin
qualified as a dam under State of Nevada requlations. Two
memoranda concerning requirements for review of a detention dam
structure by the State of Nevada are included as Appendix 1.

The Evans Avenue embankment and the Union Pacific Railroad
embankment do not have spillways. The embankments were not
designed as detention basins and it is assumed that the 1/2 PMF
event would breach both embankments.
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Upon

were

Detention Basin Sites

analysis of the flood route, four potential detention sites
selected for modeling. These include:

Reno Rendering - The Reno Rendering detention site is a
natural meadow located west of the Reno Rendering Plant.
The Reno Rendering site has a natural slope to provide
containment on the north side of the meadow. Detention
structure embankments would need to be constructed on the
east and south sides of the meadow. The height of the
detention structure embankments used in the HEC-1 model vary
depending upon the desired limit of impoundment, and thus,

the amount of detention storage area that must be procured.

Evans Avenue/Union Pacific Railroad - These are two separate
detention basin sites. Prior to the construction of Evans
Avenue the railroad embankment of the Union Pacific Railroad
northwest of the Manogue High School acted as a detention
facility with only a 24"¢ corrugated metal pipe as an outlet.
In response to the failure of the railroad embankment during
a flood, the Union Pacific Railroad installed twin 48" pipes
through their embankment. The Union Pacific Railroad
embankment was not constructed to detention structure
standards. The construction of Evans Avenue immediately
upstream of the railroad embankment drastically reduced the
potential detention volume behind the railroad embankment.
Evans Avenue was nhot designed as a detention structure
because spillway capacity to provide PMF protection could not
be readily provided. Instead, a 72" CMP culvert was
installed under Evans Avenue. This culvert was designed to
convey the 100-year storm runoff under the Evans Avenue
embankment. As a result of the Evans Avenue construction,
the UPRR is currently considering replacing the existing 48"¢
culverts under their embankment with larger pipes that could
pass the 100-year flood with zero headwater conditions.

11




3. Cemetery - The cemetery site is located in the draw north of
Oour Mother of Sorrows Cemetery, which is located on the
northeast corner of McCarran Boulevard and North Virginia
Street intersection. Within the cemetery site two potential
dam sites were selected where it appeared that suitable
abutments existed. The two potential dam sites, located
approximately 400 feet apart, are referred to herein as the
upper and lower cemetery sites. The Catholic Diocese of Reno
has expressed an interest in utilizing the potential dam for
irrigation storage.

4. George's Den - The Georgeis Den site is located east of North
Virginia Street and north of George's Den (a bar). The
potential dam site is located upstream of the cemetery site
in the same natural draw.

The potential dam sites are shown on the existing facility maps in
Appendix F. Tt was determined upon analysis of the potential
cemetery and George's Den dam sites, that only one detention dam
could be used efficiently. Placing a second dam in the same area
does not further reduce an already attenuated peak flow. The
potential detention sites were field surveyed to obtain the stage-
volume data used in the HEC-1 modeling.

All of the potential sites were modeled using the HEC-1 Flood
Hydrograph package. The spillway crest for each dam was set at
the maximum elevation possible for that site without allowing the
flood pool to encroach upon restricted areas. The outlet was then
sized to keep the 100-year flood pool elevation at or below the
set spillway crest elevation. The outlet was sized assuming a
free outlet at the toe of the dam. The Evans Avenue and Union
Pacific Railroad embankments were modeled to represent the
existing condition. As stated previously, these embankments were
not designed to perform as detention structures. It was,
therefore, considered desirable to select flood routing

12




alternatives was to reduce the peak storage behind the Evans
Avenue and Union Pacific Railroad embankments.

A preliminary soils investigation was conducted to determine the
feasibility of the sites for construction of a dam. The existing
Evans Avenue embankment was also investigated to determine the
feasibility of retrofitting the embankment to dam standards. The
soils investigation report is included as Appendix 2.

e Detention Alternatives

several flood control alternatives were selected to analyze the
effects of the various detention sites. These include detention
and routing combinations above Reno Rendering Plant only (below
Reno Rendering Plant the analysis becomes strictly a routing
matter and is covered in the next section of this study.)

Alternative #1 The base run of existing conditions with no
improvements.

Alternative #2 Utilizes the George's Den detention dam with a
48"%¢p RCP outilet.

Alternative #3 Utilizes the upper cemetery detention dam with a
42"¢ RCP outlet.

Alternative #4 Utilizes the lower cemetery detention dam with a
30"¢ RCP outlet.

Alternative #5 Utilizes the lower cemetery detention dam with a
30"¢ RCP outlet. Subarea J is routed above Evans Avenue and the
Manogue High School athletic field pipe 1is upsized to convey the
outflow from the Union Pacific Railroad embankment.

Alternative #6 Utilizes the lower cemetery detention dam with a
30"¢ RCP outlet. Subarea J is routed above Evans Avenue. The

13




inlet to the 72"¢ CMP under Evans Avenue is downsized to 48"¢ with
a 72"¢ emergency spillway riser pipe set at the 100-year flood
pool elevation. The Manogue High Schocl athletic field pipe is
upsized to convey the outflow from the Union Pacific Railroad
embankment.

Alternative #7 Utilizes the lower cemetery detention dam with a
30"¢ RCP outlet. Subarea J is routed above Evans Avenue. The
Manogue High School athletic field pipe is upsized to convey the
outflow from the Union Pacific Railroad embankment. The Reno
Rendering detention dam is utilized with a 36"¢ RCP outlet and a

high spillway crest elevation.

Alternative #8 ﬁtilizes the lower cemetery detention dam with a
30"¢ RCP outlet. Subarea J is routed above Evans Avenue. The
Manogue HIgh School athletic field pipe is upsized to convey the
outflow from the Union Pacific Railroad embankment. The Reno
Rendering detention dam is utilized with two 42"¢ RCP outlets and

a low spillway crest elevation.

Alternative {9 Subarea J is routed above Evans Avenue. The
Manogue High School athletic field pipe is upsized to convey the
outflow from the Union Pacific Railroad embankment.

Alternative #10 Utilizes the lower cemetery detention dam with a
36"¢ RCP outlet. The outlet pipe was placed higher in the dam to
provide 5.8 ac.ft. of storage for irrigation water. The outlet
pipe size necessarily increased due to the reduced storage
capacity of the detention dam. This alternative was analyzed only
to illustrate the effect of reducing the detention capacity and
does not represent an actual design of the irrigation storage
requirements for the cemetery.

Alternative #11 Utilizes the lower cemetery detention dam with a
30"¢ RCP outlet. Subarea J is routed above Evans Avenue. The
inlet to the 72"¢ CMP under Evans Avenue is downsized to 48"¢.

14




The Manogue High School athletic field pipe is upsized to convey
the outflow from the Union Pacific Railroad embankment. The Reno
Rendering detention dam is utilized with a 36"¢ RCP outlet and a
high spillway crest elevation.

The above alternatives were modeled using the 100-year return
frequency, 24-hour duration storm. The HEC-1 output for the 100-
year storm is included as Appendix 8 for Alternatives 1 through
11.

Alternatives 13-16 are the same as Alternatives 5-8 using the 25-
year return frequency, 24 hour duration storm. The HEC-1 output
for the 25-year and 5-year storms are included as Appendix 9 for
Alternatives 13 through 20. Alternatives 17-20 are the same as
Alternatives 5-8 using the 5-year return frequency, 24-hour
duration storm. The facility maps showing the flood routing
alternatives are included in Appendix A. The stage-storage-~curves
for the detention dam alternatives are shown on Plates 2 through
4, and the calculations for the stage-storage curves are included
as Appendix 5. Conceptual dam profiles for each site are shown on
Plates 5 through 7. Tables 2 through 4 provide summaries of the
peak discharges at each routing point for the alternatives listed
above.

15
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o Flood Routing Alternatives

Of the detention alternatives analyzed above, Alternatives No. 5,
6, 7 and 8 were selected for further analysis. This analysis
includes sizing the pipe in the Manogue High School athletic
field, sizing drainage facilities for routing flows from Area J to
either the Evans Avenue detention area or down Valley Road, and
the routing of flows downstream of Reno Rendering Plant.

The Manogue High School athletic field is served by a 24"¢ pipe
connected to a 72"¢ pipe stubbed out from Valley Road to the east.
Twin 48"¢ CMP pipes enter the field from the west under the Union
Pacific Railroad embankment. For the alternatives selected, a
pipe to convey the flow from the Union Pacific Railroad culverts
to the existing 72"¢ pipe would need to be a 54" or 66" diameter
RCP, depending upon the alternative. The size used for each

alternative is shown on the alternative maps in Appendix A.

The flow from Area J will exceed the capacity of the existing
culverts under McCarran Boulevard and spread out over a wide area
where it crosses the low point in McCarran Boulevard just east of
Evans Avenue. This flow would then sheet flow in a southerly
direction to Enterprise Road. The existing channel is not
sufficient to convey the entire 227 cfs that was calculated for
the 100-year flow. One possible solution would be to provide an
interception channel on the uphill side of Enterprise Road to
collect and route the flow to the intersection of Evans Avenue and
Enterprise Road. The flow would then pass under the intersection
in a 60"¢ pipe to convey the flow to the natural drainage above
the Evans Avenue embankment. The intercepting channel could be a
60 foot wide asphalt-lined channel with 4% side slopes. A channel
of this type could be compatible with future industrial-type
development, typical of this area.
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Excess flows below Reno Rendering have two directions of travel
available due to the high point in the street profile where Oddie
Boulevard and Wells Avenue meet directly below Reno Rendering
Plant. Therefore, two directions of flood routing were
investigated.

Flood routing in the Wells Avenue direction could be accomplished
in two ways. One way would be to utilize the existing I-80 storm
drain system by conveying flow to the intersection of I-80 and
Wells, and penetrating the existing 54"¢ storm drain. This storm
drain parallels the south side of I-80 to I-580, then parallels
the east side of I-580 to the poinﬁ where I-580 intersects the
Truckee River, where it ultimately discharges. The capacity of
this pipe, according to NDOT calculations, is 77 cfs. A system
designed to convey 70 cfs to this pipe would incorporate the
following:

1. A 36"¢ pipe from Reno Rendering Plant to Sadlier Lane.

2. A 2 foot flat bottom open channel ditch along the west side
of Wells Avenue from Sadlier Lane to the north side of I-80.
This ditch would be within the UNR farm property.

3. A 36"¢ pipe passing under the I-80 overpass from the ditch to
the 54"¢ pipe on the south side of the interchange.

Street conveyance of the flow was considered for this alternative
but was not included in this routing scenario because there are
several existing residences on the west side of Wells Avenue north
of Sadlier ILane that have basement garages below the gutter
flowline elevation. The I-80 storm drain system was designed to
provide 50-year return period flood protection for the depressed
section of I-80 to the west of Wells Avenue. It is possible that
the State would not allow additional drainage to be introduced
into their system if there is any chance of a decrease in capacity
of the system during the design storm. It should alsoc be noted
that the State operates and maintains the storm drain system,
therefore, the City may not have control over factors affecting

26




system capacity, such as the silting in of pipes. Further
analysis of this routing option may be desirable after further
consideration of these issues.

Another routing scenario down Wells Avenue would be to extend a
pipe all the way to the Truckee River. A suitable alignment for
such a pipe would be along Morrill Avenue from the south side of
I-80 all the way to the river. It was discovered that there is
only 7 feet of fall from the north side of I-80 to the 100-year
flood elevation in the Truckee River at the point of outfall. The
resulting slope of .0023 ft/ft requirés very large pipes to convey
any substantial flow. It was determined that comparable capacity
could be obtained at a lower cost using the Oddie Boulevard
alignment, therefore, this alternative was not investigated any
further.

Routing in the direction of Cddie Boulevard presented two options,
the first utilizing the existing Oddie system, and the second
providing additional capacity by carrying a portion of the flow
overland in the street section, and a portion of the flow
underground in a new pipe system. The existing system capacity is
approximately 110 cfs east of Sutro Avenue. The existing system
consists of 42" diameter RCP beginning at Sutro, increasing to 48"
diameter at Montello and increasing to 54" diameter at Silverada
Boulevard. The outfall into Paradise Pond is a 66" diameter CMP.
In order to utilize the 110 cfs capacity of the existing system
east of Sutro Avenue, new pipe would need to be constructed from
Reno Rendering Plant to the existing 42"¢ pipe. By utilizing a
48"¢ pipe, an additional 50 cfs could be carried to the east side
of Sutro Avenue and then allowed to bubble up into the gutter
using a suitable structure (such as a drop inlet). This would
allow the additional 50 cfs to flow within the north half of the
street section east of Sutro Avenue. A short flood wall would
need to be constructed along the north right-of-way boundary of
oddie Boulevard to contain flood flows within the street section.

Also, Montello Street would require modification to create a high
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point in the profile north of O0ddie Boulevard to maintain
containment.

In conversation with the City of Reno Engineering Department, it
was learned that the proposed Clearacre storm drain project will
be using a separate storm drain structure all the way to Paradise
Pond and would not be utilizing any portion of the existing Oddie
Boulevard storm drain system. Storm flows from the drainage area
which will not be served by the Clearacre storm drain project is
collected in local storm drain pipes north of Oddie Boulevard and
connected to the existing Oddie Boulevard system. An analysis of
the flood hydrographs from the local drainage at Sutro Avenue (a
24"¢ pipe), and at Helena Way (a 36"¢ pipe) revealed that the
available oOddie Boulevard system capacity would be reduced by
7 cfs at the time the peak flow from the study area reaches the
oddie Boulevard system. At the time of peak discharge from the
local drainage, the capacity of the existing system is exceeded.
This period of excess flow would last for approximately 1.5 hours,
with the excess flows continuing overland according to the
existing drainage patterns. Ihié occurrence does not affect the

Reno Rendering Detention outfall capacity, however.

The option of constructing a second pipe system within Oddie

Boulevard was also investigated. This system would consist of:

A. Pipe sizes equivalent to the existing system to carry

approximately 110 cfs in Alternative 6.

B. Pipe sizes that would be upsized one pipe size from the
existing system to carry 160 cfs in Alternative 8.

c. Pipe sizes that would be upsized two pipe sizes from the
existing system to carry 220 cfs in Alternative 5.

A summary of the recommended flood routing below Reno Rendering
for Alternatives 5 through 8 is included on Table 5. This table
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indicates a suggested construction phasing scenaric for each

alternative and the resulting reduced peak flows below Reno

Rendering for the 5-year 25-year and 100-year return period

storms. The pipe sizes used for each alternative are shown on the

alternative maps in Appendix A.

The hydraulic calculations

supporting the flood routing alternative recommendations are

included as Appendix 6.

TABLE 5

DETENTION AND CONVEYANCE ALTERNATIVE

FACILITIES CONSTRUCTION PHASING AND POST-CONSTRUCTION FLIOW SUMMARY

Alternative-

Excess Flow at Reno Rendering

Phase Facility

Base Flow No Improvements

5-1 °

o

5-3 ¢
6-1 °
6-2 °
6=3 °
7-1

L] < L o

Lower Cemetery Detention
Route Area "J" above Evans
66"¢ RCP across Manogue HS

42"¢/48"¢ RCP from Reno
Rendering to Sutro

oddie flood wall and Montelloe
Modification

54"¢/60"p/66"p RCP from
Renco Rendering to
Paradise Pond

Lower Cemetery Detention

Route Area "J" above Evans

48"¢ outlet for Evans detention
54"¢ RCP across Manogue HS

42"¢/48"¢ RCP from Reno
Rendering to Sutro

Oddie flood wall and Montello
Modification

42"p/48"¢p/54"¢p RCP from
Reno Rendering to Paradise Pond

Lower Cemetery Detention
Route Area "J" above Evans
66"¢ RCP across Manogue HS
Large Reno Rendering Detention
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05 025 0100
232 427 585
185 319 423

25 159 263
-0- -0- 43
143 217 280
-0- 57 120
-0~ -0- 10
109 135 155




s o © ©

42"¢/48"¢ RCP from Reno

Rendering to Sutro

oddie flood wall and Montello

Modification -0- ~-0-

Lower Cemetery Detention

Route Area "J" above Evans

66"¢p RCP across Manogue HS

Small Reno Rendering Detention 184 278

42"¢/48"¢ RCP from Reno

Rendering to Sutro

Oddie flood wall and Montello

Modification

42"¢/48"¢/54%p/60"p RCP from

Reno Rendering to Paradise Pond  -0- -0-
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IV. CONCLUSIONS AND RECOMMENDATIONS

The purpose of this study was to develop a single recommendation for
construction of flood control improvements to relieve drainage problems
in the study area. The subsequent recommended alternative must,
therefore, satisfy the desired protection requirements, while
similtaneously being economically feasible and consistent with the
needs and desires of the property owners and future land use.

Due to the expected shortage of funds for construction of the
improvements, any improvements that could be situated on the same
property that is receiving flood protection from the proposed
improvements would be desirable. For this reason, it is important to

promote property owner participation in the drainage relief project.
-] Construction Costs and Feasibility Analysis

The opinion of probable construction costs developed for each phase of
each alternative are summarized in Tables 6 thru 9. These costs do not
include engineering cost, land use or acquisition cost, utility
adjustment or relocation costs, geotechnical investigation cost, and
any nonessential construction costs such as recontouring of adjacent
ground or relocation of existing access roads, etc. The costs assume
that materials for the dams will be available on-site. It is noted in
the preliminary soils investigation that some material may need to be
imported for the dam embankment, however, the extent is not known at
this time, nor is the potential source for borrow known at this time.

In addition to the probable construction cost, the relative benefit and
construction feasibility for each alternative was analyzed by flood

“control improvement component. Many of the components are the same for

each alternative or are similar, for instance, differing only in the
pipe size. An analysis of each component and its relative effect upon
the alternative follows:
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Lower Cemetery Detention - It was found that any one of the
three detention sites above the cemetery was needed by the
cemetery for flood control. The Reno Catholic Diocese has
been cooperative and willing to consider using their property
for a detention site. The lower cemetery site was found to
have the best detention features, which results in the
smallest outlet pipe size of the three sites, and was also
found to be the best suited for location of a dam embankment
in the preliminary soils investigation. The lower site also
results in a shorter outfall pipe length to Comstock Drive as
a result of its proximity. Another advantage of the lower
site is that it does not inundate the existing access road
alignment adjacent to North Virginia Street for cemetery
access into the upper Diocese property above George's Den.
This feature was important to the Reno Catholic Diocese.

The reduced peak flow resulting from the lower cemetery
detention allows the retention of all existing downstream
culverts without modification with the exception of the
Manogue High School 24%"¢ pipe crossing the athletic field.
In addition, the lower cemetery detention will allow flood
flows from Area "J" to be routed above Evans Avenue,
eliminating the need to construct a considerable length of
large pipe within Valley Road from Enterprise to the meadow
above the Reno Rendering Plant. The lower cemetery detention
provides substantial reduction in peak flows at all points
downstream for a very modest construction cost, and was

incorporated into all alternatives.

Route Area "J" Above Evans Avenue - This feature provides the
detention of flood flow from this large developed area. The
construction ceost of routing the flows over to Evans Avenue
is considerably less expensive than piping the same flow down
Valley Road. In addition to being more cost effective, this
routing also provides a substantial reduction in the peak
flow at points below Valley Road. The improvements required
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for this component will not be located in areas receiving
flood protection, however, the right-of-way requirements
appear to be reasonable and the improvements appear to be
consistent with future land use for this area. The
additional flow onto the UNR property as a result of this

‘routing is more than offset by the reduction in flow

resulting from the lower cemetery detention. This component
was also used for all alternatives.

Pipe Across Manogue High School Athletic Field - A pipe
between the UPRR embankment culverts and the Valley Road
culvert is required to relieve flooding and debris deposits
on the athletic field. There is no other method available to
relieve these problems without adversely affecting the use of
the property. The lower cemetery detention will allow a
smaller pipe size to be used than what would be required for
the existing conditions. This component was also used for

all alternatives.

Evans Avenue Culvert Modification for 48" Diameter Outlet-
This modification does not require a permit from the State
Water Resources Department. See Appendix 1 for memorandums
concerning discussions with the State on the detention dam
status of the Evans Avenue embankment.

The peak stage and storage behind the Evans Avenue embankment
increases with this modification over the values resulting
from the lower cemetery detention scenario without any
modification to the Evans Avenue culvert. However, this
nodification will still provide an improvement over the
existing conditions when combined with the lower cemetery
detention.

Tt should be noted that modification of the outlet to reduce
the size could pose a liability problem simply because the
pipe is being restricted, even though the combined effect
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with the lower cemetery detention is to reduce peak stage and
storage behind Evans Avenhue.

The result of this modification is a substantial reduction in
peak flow below the Evans Avenue embankment at very little
cost. A few of the benefits include a reduction in the
required pipe size for the pipe across Manogue High School
athletic field and the attainment of zero head on the Union
Pacific Railroad embankment culverts. This component would
require very little right-of-way, if at all, which would be
obtained from the University of Nevada, Renc. The increase
in peak stage and storage behind Evans Avenue as a result of
this modification is still more than offset by the lower
cemetery detention, resulting in a net decrease in peak stage
and storage behind Evans Avenue, an improvement for the

University.

This component was only used in Alternative 6, however,
analysis of the combination of this component with detention
at Reno Rendering was performed with the result that the peak
outflow from the Reno Rendering detention was not affected.
Therefore, this component could be added to Alternative 7 or
8 without affecting the design peak flows below the Reno
Rendering detention structure.

Reno Rendering Detention - The detention site for the small
dam alternative lies entirely on an undeveloped parcel owned
by the same property owner as the Reno Rendering Plant. As
stated above, the Reno Rendering Plant is in need of flood
control improvements, therefore, the construction of a
detention dam on this property would directly benefit the
property owner.

The detention site for the large dam alternative includes an
additional undeveloped parcel immediately west of and
adjacent to the site for the small dam. This property will
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not receive flood protection as a result of the dam, and, in
fact, would be subject to a greater extent of flooding if
this alternative is constructed. This would suggest that use
or acquisition of this property could be expensive as the
property owner would have no motivation to offer the property

at a reasonable cost.

The large dam alternative eliminates the need for a second
pipe in Oddie Boulevard from Renc Rendering to Paradise Pond,
and is the only alternative to provide this feature. It is
highly possible that the savings from the elimination of this
pipe could offset the land use or acquisition cost.

Pipe from Reno Rendering to Sutro Street - Conveying flows
from the meadow west of the Reno Rendering Plant to the
existing 42"¢ storm drain in Oddie Boulevard on the east side
of Sutro Street allows the use of the full capacity of the
existing storm drain system in Oddie Boulevard for a modest
cost. The pipe can be upsized to convey an additional 50 CFS
over the capacity of the Oddie system at a very minimal
additional cost to utilize street section conveyance within
oddie Boulevard east of Sutro Street. See Item 7 below for
details on this feature. This pipe would require an easement
across parcels that will be receiving flood protection. Most
of these parcels are undeveloped and a few have single family
residences on themn. This component was used for all

alternatives.

oddie Boulevard Flood Wall and Montello Modification - This
component will convey a nominal flow through a highly flood
prone area at a reasonable cost. This component would be
less expensive than piping the same amount of flow and no
right-of-way acquisition would need to be required, as all
improvements could be constructed within the Oddie Boulevard
and Montello right—of-way. It should be noted that if a
sound wall along Oddie Boulevard should every be considered
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for construction in the future, the sound wall could perform
as a flood wall at a minimal cost. A field review of the
Montello area revealed that the modification required to
contain flood flows within Oddie Boulevard should not
adversely affect the adjacent properties. This component was
also used in all alternatives.

Pipe From Reno Rendering Plant to Paradise Pond - It is
proposed that this pipe would parallel the existing pipe at
approximately the same profile in order to avoid conflicts
with other utilities. It is assumed that any necessary
utility adjustments or relocations would have been performed
during construction of the existing pipe system. This
component would require easements across the same property
noted above in Item 6, which properties are receiving flood
protection and are mostly undeveloped. This pipe would be
required for Alternatives 5, 6 and 8 to convey flood flows
from Reno Rendering without causing flooding in the study
area, but is expected to be very expensive.
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TABLE 6

OPINION OF PROBABLE CONSTRUCTION COST

BY: GAS/PBE

DATE:

November 6, 1989

ALTERNATIVE 5

Phase 1
1)
2)
3)

Phase 2
1)

2)

Phase 3
1)

Iower Cemetery Detention Dam
Route Area "“J" Above Evans Avenue
66"¢ RCP Across Manogue High School

Total Phase 1:

42"¢/48"¢ RCP from Reno Rendering
to Sutro Street

oddie Flood Wall and Montello Street
Modification

Total Phase 2:

54%"¢/60"¢p/66"¢ RCP from Reno Rendering

to Paradise Pond

Total Phase 3:

TOTAL ALTERNATIVE 5:

37

$ 412,625.00
130,100.00
139,200.00

$ 681,925.00

$ 183,000.00

169,000,00

$ 352,000.00

$1,187,100.00

$1,187,100.00

$2,221,025.00




TABLE 7

OPINION OF PROBABLE CONSTRUCTION COST

BY: GAS/PBE

DATE: November 6, 1989

ALTERNATIVE 6

Phase 1
1)
2)
3)
4)

Phase 2
1)

2)

Phase 3
1)

Lower Cemetery Detention Dam

Route Area "J" Above Evans Avenue
48"¢ outlet for Evans Detention
54"¢ RCP Across Manogue High School

Total Phase 1:

42"¢/48"¢p RCP from Reno Rendering
to Sutro Street

Oddie Flood Wall and Montello Street
Modification

Total Phase 2:

42"¢/48"¢p/54"¢p RCP from Reno Rendering
to Paradise Pond
Total Phase 3:

TOTAL ALTERNATIVE 6:
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$ 412,625.00

130,100.00
10, 000.00
111,600.00

$ 664,325.00

$ 183,000.00

169,000.00

$ 352,000.00

$ 828,300.00

$ 828,300.00

$1,844,625,00




TABLE 8

OPTINION OF PROBABLE CONSTRUCTION COST
BY: GAS/PBE

DATE: November 6, 1989

ALTERNATIVE 7

Phase 1
1) Lower Cemetery Detention Dam $ 412,625.00
2) Route Area "J" Above Evans Avenue 130,100.00
3) 66"¢ RCP Across Manogue High School 139,200.00
4) Large Reno Rendering Detention Dam 700,925.00
Total Phase 1: $1,382,850.00
Phase 2
1) 42"¢/48"¢ RCP from Reno Rendering
to Sutro Street $ 183,000.00
2) Oddie Flood Wall and Montello Street
Mcdification 169,000.00
Total Phase 2: $ 1352,000.00
TOTAL, ALTERNATIVE 7: $1,734,850.00
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OPINION

TABLE 9

OF PROBABLE CONSTRUCTION COST

BY: GAS/PBE

DATE: November 6, 1989

ALTERNATIVE 8

Phase 1
1)
2)
3)
4)

Phase 2
1)

2)

3)

Iower Cemetery Detention Dam

Route Area "J" Above Evans Avenue
66"¢ RCP Across Manogue High School
Small Reno Rendering Detention Dam

Total Phase 1:

42"¢/48%p RCP from Reno Rendering

to Sutro Street

oddie Flood Wall and Montello Street
Modification

42"¢/48%p/54"p/60"p RCP from Reno Rendering
to Paradise Pond

Total Phase 2:

TCTAL ALTERNATIVE 8:

40

$ 412,625.00
130,100.00
139,200.00
525,750.00

$1,207,675.00

$ 183,000.00
169,000, 00

$ 996,500.00

$1,348,500.00

$2,556,175.00




RECOMMENDATIONS

The analysis presented above suggests that there may be several "best!

combinations of improvements depending upon the outcome of such

variables as land acquisition cost, property owner cooperation,

accepted level of liability risk, and availability of funds. Upon

weighing the possible effects of each of these variables, the following

assumptions were made.

Availability of funding is the most critical variable and
therefore, the least expensive alternative would have the greatest
chance of being constructed.

Property owner cooperation is the second most critical variable
and, therefore, any flood control improvement components providing

flood protection for the same property owner whose land is needed

for the proposed facilities would also have the greatest chance of

being constructed.

Tand use or acquisition costs for Alternate 7 may eliminate the
feasibility of this alternative, even though a portion of the land
is already subject to flooding, the remaining area of the parcel
could be resold for development, and the area reserved for the

flood pool could be used by the City for recreation purposes.

The risk of liability exists not only for all flood control
improvements but also for the lack of providing adequate
improvements for flood protection while simultaneously allowing new
development to increase the flooding potential downstream without
mitigation. Due to the City's enthusiasm for Alternative 6, it is
assumed that the increased liability risk for this alternative will

not eliminate it from consideration.
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Upon review of the probable construction cost, the feasibility of
construction of the various components and the assumptions listed
above, Alternatives 6 and 7 appear to be nearly equal in cost
effectiveness and feasibility. If land acquisiton costs are reasonable
for Alternative 7, the flood control improvements listed on Table 10
are recommended for construction. The improvements are listed in the

recormmended order of construction for phased construction.-

TABLE 10
RECOMMENDED ALTERNATIVE:

ALTERNATIVE #7 + EVANS AVENUE CULVERT MCDIFICATION

Proposed Improvement Probable Construction Cost
1. Lower Cemetery Detention
with outfall piped to Comstock Drive $ 413,000
2. Evans Avenue culvert modification 10,000
3. Manogue High School athletic field pipe 112,000
4. Route Area "J" above Evans Avenue 130,000
5. Large Reno Rendering Detention
with outfall piped to Sutro Street 884,000
6. 0©ddie Boulevard flood wall and
Montello Modifications 169,000

Total $1,718,000

Assuming funds will be very limited, it is anticipated that only small
portions of the recommended alternative would be constructed at a time
and that these improvements could be phased out over a long period of
time. Therefore, the recommended alternative, Alternative 7, was
modified to include the Evans Avenue culvert modification for a 48"
diameter outlet. This will allow the reduction of peak flows during
the interim between the time when the culvert modification is
constructed and the time when Reno Rendering detention is constructed.
Tt should be noted that the peak discharge from the Reno Rendering
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detention is not reduced by the construction of the culvert
modification at Evans Avenue.

If land acquisition costs for Alternate 7 are prohibitive, then
Alternate 6 is recommended for construction. Table 11 1lists the
improvements in the recommended order of construction.

TABLE 11
RECOMMENDED ALTERNATIVE:

ALTERNATIVE #6

Proposed Improvement Probable Construction Cost
1. Lower Cemetery Detention

with outfall piped to Comstock Drive $ 413,000
2. Evans Avenue culvert modification 10,000
3. Manogue High School athletic field pipe 112,000
4. Route Area "J" above Evans Avenue 130,000
5. Pipe from Reno Rendering to Sutro Street 183,000
6. Oddie Boulevard flecod wall and

Montello Modifications 169,000
7. Second pipe from Reno Rendering to

Paradise Pond 828,000

Total $1,845,000

Tt should be noted that if the Evans Avenue culvert modification is
omitted, the Manogue High School pipe and the second pipe from Reno
Rendering to Paradise Pond must be upsized two pipe sizes at an
additional cost of $376,000.
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PROJECT CONFERENCE MEMORANDUM

g 950 Industrial Way
g Sparks, NV 89431-6092 Project Name: Evans Avenue
it Tl £ (702)358-6931 ‘ Drainage Study
CONSULTING ENGINEERS  Fax. No.: 358-6954

Project No.: 150-08-1

Date: September 7, 1989

Meeting Place: Telephone Call: .John Palm
» Nevada Water Planning Div.
- (885-4380)
Attending:
Discussion:

Requirements for review of a detention dam structure that qualifies as a
dam were discussed. The following items were noted:

1.

Prior to construction a permit will be required. The items required
for obtaining a permit are as follows

a. Three sets of plans and specifications.

b. One copy of the design report containing geotechnical
and hydrological information.

C. The application form.

d. $500 review fee.

The emergency spillway for a dam considered "high risk" (such as one
above an urban area) is normally required to pass the probable
maximum flood (PMF). The requirement for the spillway to pass the
full PMF may be reduced if justified. Justification would involve
proof that a dam break during the PMF would cause no greater safety
risk downstream than would the PMF without a structure. Under these
circumstances, the spillway capacity could be reduced to one-half of
the PMF.

Tt was recommended that a meeting be held prior to the final design
stage to discuss the proposed detention danm and spillway with the
State. This meeting would be attended by John Palm and Mike
Turnipseed of the Nevada Water Planning Division.

SEA, INCORPORATED

S e g’///

Guy A. Shatp, /.E.
Project hginker

GAS:jk

cci

Bob Gottsacker - City of Reno
Richard Arden

Frank Alverson

Pete Etchart

File
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CONSULTING ENGINEERS

PROJECT CONFERENCE MEMORANDUM

950 Industrial Way
Sparks, NV 89431-6092 Project Name: Evans Avenue
(702)358-6931 Drainage Study

Fax. No.: 358-6954
Project No.: 150-08-1

Date: November 3, 1989

Meeting Place: Telephone Call: John Palm

Nevada Water
Planning Div. (885-4380)

Attending:

Discussion:

The status of the existing Evans Avenue embankment as a possible
detention structure was discussed. The following items were noted:

1.

The State would consider the embankment to be a roadway and not a
dam. The existing culvert underneath the embankment was designed to
carry the 100-year flood at the time of construction. The fact that
subsequent studies using future development show that a higher flow
will cause some impoundment during the future 100-year flood would
not be considered in qualifying it as a dam.

The State typically lets the owners of such structures take the risk
of failure should they decide to make modifications to the
embankment, therefore, the State would not require a permit for
construction on this embankment and would not require the structure
to be retrofitted to dam standards as a result of any changed
hydraulic criteria.

SEA, INCORPORATED

Guy 3/ ShArp, P.E.

GAS:jk

cc:

Rob Gottsacker
Richard Arden
Frank Alverson
Pete Etchart
File
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]
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APPENDIX 2

PRELIMINARY GEOTECHNICAL INVESTIGATION
PROPOSED DETENTION DAM SITES
MANOGUE HIGH SCHOOL/EVANS AVENUE DRAINAGE STUDY
RENO, NEVADA

INTRODUCTION

Presented herein are the results of our preliminary geotechnical investigation of the
alternate sites for the proposed detention dam or dams to be located along the drainage
channel which parallels North Virginia Street near Our Mother of Sorrows Cemetery and
north of Reno Rendering, Reno, Nevada. The proposed dam sites are will be located
within Sections 1 and 2, Township 19 North, Range 19 East; and Section 35, Township 20
North, Range 19 East. ' |

The purpose of this study was to:

1. Determine the general soil and groundwater conditions at the alternate proposed
detention dam sites (George’s Den, Upper Cemetery, Lower Cemetery, and Reno
Rendering. '

2.  Determine the general suitability of the proposed dam sites with regard to

potential construction problems and availability of suitable borrow and siope
protection.

3. Evaluate the suitability of the existing Evans Avenue roadway embankment as a
detention dam.

4. Make general recommendations concerning additional geotechnical exploration

necessary to provide information needed for final detention dam design.




The area covered by this investigation is shown on Plate 1 - Plot Plan. The investigation
included field exploration, laboratory testing and engineering analysis to determine the
physical and mechanical properties of the various foundation materials. Results of our
field and laboratory testing programs are included in this report and form the basis for all

conclusions and recommendations.
PROJECT DESCRIPTION

A drainage channel (intermittent stream) runs parallel to and just east of North Virginia
Street between the roadway and the Union Pacific Railroad embankment. This channel
continues beneath North McCarran Boulevard, Evans Avenue, the Union Pacific Railroad
embankment, Manogue High School Football Field, and Valley Road through various
drainage pipes and open channel sections before emptying into a meadow by Reno
Rendering on Wells Avenue. The drainage from this channel is partially collected at the
east end of this meadow into a 36-inch pipeline and then transported along Oddie
Boulevard to Paradise Pond.

For many years the Union Pacific Railroad embankment although not designed as a dam
has acted as a detention structure for this drainage. However, the construction of Evans
Avenue reduced the detention capacity by about one-half. Also, Evans Avenue was not
designed as a detention facility, but instead was designed to pass the 100 year flood through
a 72-inch diameter pipe. Following construction of Evans Avenue, the Union Pacific
Railroad decided to protect their embankment by constructing discharge pipes through their
embankment which will pass this 100 year design flood downstream without any detention.
Consequently, areas that were already subject to ﬂodding along Valley Road and in the
meadow adjacent to Reno Rendering will receive these flood waters without the benefit of

detention.

The City of Reno is therefore proposing to construct a detention dam to hold the 100 year
design flood along the drainage channel somewhere north of McCarran Boulevard or
alternatively employ Evans Avenue as a detention structure if feasible. They may also wish
to construct another detention dam in the meadow adjacent to Reno Rendering above

Wells Avenue,




Three alternate detention dam sites are being evaluated north of McCarran Boulevard
(see Plot Plan): the George’s Den site, the Upper Cemetery site and the Lower Cemetery
site. An earthfill dam at the George’s Den site would be approximately 26 feet high and
310 feet in length. Similar dams at the Upper and Lower Cemetery sites would be
approximately 33 and 38 feet high and about 390 and 415 feet in length, respectively.
Freeboard (included in the quoted approximate dam heights) would be about 3 feet. The
Lower Cemetery Dam may also be required to store irrigation water in addition to the 100
year design flood. Two different dam configurations are also being considered in the
meadow at Reno Rendering. One configuration would be 14 feet high and 790 feet in
length while the other would be 20 feet high and 945 feet in length. Both of these latter
two alternatives would be L-shaped structures.

SITE CONDITIONS

Four sites were explored by backhoe test pits for the proposed detention dams: George’s
Den, Upper Cemetery, Lower Cemetery, and Reno Rendering.

The Lower Cemetery site is characterized by more than 14 feet of fill at the western
abutment; 5 to 7.5 feet of fill, litter and debris at streambed elevation; and exposed bedrock
at the east abutment. The central portion of the site by the stream is well vegetated with
trees, grass and shrubs. A 3-foot high embankment has been constructed at this location.
The western portion of the dam site is covered by engineered fill placed to increase the size
of Our Mother of Sorrows Cemetery. This fill is bisected by a drainage channel which
services a culvert beneath Virginia Streets.

The Upper Cemetery site is characterized by shallow depths to bedrock and is well
vegetated by small trees and brush near the streambed. Construction debris associated with
the construction of the new mausoleum for Qur Mother of Sorrows Cemetery has been

dumped at this location., Sparse grass and sagebrush are located to each side of the heavily
vegetated streambed area.




Hydrothermally altered, deeply weathered, volcanic bedrock is present at shallow depth
at the George’s Den site. The site is covered by vegetation in a manner similar to the other
sites previously mentioned. Underground telephone cables and gas pipelines traverse the
site.

The Reno Rendering site is a broad expanse of pasture land with thick grass cover. The Orr
Ditch runs along the north edge of the meadow and is elevated relative to the meadow.
Tall trees and wet ground near the streambed testify to considerable seepage from the
drainage channel and probably Orr Ditch also. Relief is moderate at the site with a gentle
slope towards the center of the meadow and eastwards. At the east end of the meadow the

grass cover is absent where fill operations have occurred. Several fences traverse the
property.

EXPLORATION

Exploration was performed in September, 1989 to determine the general soil and
groundwater conditions at the proposed dam sites. The locations of the test pits are shown
on Plate 1 - Plot Plan. Materials encountered during the exploration were logged by an
engineering geologist. Representative samples were returned to our Sparks laboratory for
testing and further classification. Test pit logs are presented on Plate 2, and a graphic soils

classification chart explaining log symbols and terminology is presented as Plate 3.
LABORATORY TESTING

Representative samples of the soils encountered were tested in the laboratory to determine
grain size distribution, moisture content and plasticity. Results of these gradation and
plasticity tests are presented on Plates 4 and 5, and were used to verify field classifications
of the soils in accordance with the Unified Soils Classification System, Plate 3.
Classification in this manner is an indication of the soils’ mechanical properties, and is
used in part to evaluate soil bearing capacity, settlement characteristics and suitability as
embankment material. All tests were conducted in accordance with ASTM standards.




GEOLOGIC AND GENERAL SOIL CONDITIONS

The cemetery and George’s Den sites are underlain by andesitic, volcanic bedrock of the
Tertiary Alta Formation. Much of the rock in this area has been variably hydrothermally
altered and heavily weathered. As a result, the bedrock along the east side of the cemetery
sites and the entirety of the George’s Den site contains numerous clay filled fissures and
grades into sandy clay. This sandy clay where present is generally highly plastic and
expansive. The bedrock and/or the sandy clay veneer are covered by variable thicknesses
of clayey sand, silty sand, sandy clay and sandy gravels derived from weathering of this and

other nearby Tertiary formations.

The lower cemetery site has abundant uncontrolled fill with concrete, asphaltic concrete,
wood and garbage debris which is largely confined to the area near the stream channel.
The west end of this site lies in more than 14 feet of uncontrolled heterogeneous gravel-
clay-sand fill.

The Reno Rendering site is overlain by Quaternary alluvial fan deposits of Peavine
Mountain, These alluvial fan deposits are typically a clayey sandy gravel of great thickness
overlain by 3 to 4 feet of highly plastic, gravelly sandy clay.

Shallow groundwater was encountered at all sites, but was confined to areas along the
streambed and below Orr Ditch.

GEOLOGIC HAZARDS

The site as well as most of Washoe County; Nevada lies within Seismic Zone 3, a region
with a high potential for major earthquake damage. The maximum credible earthquake for
the Truckee Meadows is generally accepted as a magnitude 7.5 - 7.8 event. Available
literature (Reno Folio Earthquake Hazards Map; Nevada Bureau of Mines and Geology;

. Bingler, E.C.; 1974) shows the closest potentially active faults are located on the lower

slopes of the foothills of Peavine Mountain some one half mile to the west and southwest.
The nearest mapped fault considered active is located some 4 miles to the east in Sparks
near Pyramid Way and Greenbrae Drive.




By conventially accepted criteria, faults having movement within the last 11,000 years
(Holocene) are defined as active, whereas those with activity occurring between 11,000 and
1,800,000 years ago (Pleistocene) are considered active or potentially active. Faults of this
later age are generally classified as active only if field exploration or geomorphology

indicates a long history of recurring activity.

A detailed liquefaction study is beyond the scope of this report. With shallow depth to
bedrock at most of these dam sites and the presence of coarse gravel to an unknown depth
at the Reno Rendering site, the potential for liquefaction at these sites is believed to be low

to moderate.

There is some potential for dust generation during site grading and construction of the
proposed dams.

DISCUSSIONS AND RECOMMENDATIONS

Geotechnical Suitability of Proposed Dam Sites

Cemetery and George’s Den Sites

A dam could be constructed at any of these three sites which would have similar
construction problems and similar problems of material availability. From the standpoint
of potential site suitability for construction, the Lower Cemetery site appears slightly better
than the other two proposed locations. The eastern side of the dam site is exposed bedrock
which would not require excavation unlike the upstream locations. Of more significance,
the western side of the site contains thick uncontrolled fills of clay-gravel-sand which could
provide considerable material for embankment construction unlike the upstream dam sites
with their generally thin soil cover. However, the western abutment fill at the Lower
Cemetery site was only recently placed to expand Our Mother of Sorrows Cemetery, and
the Diocese may prefer one of the upstream sites in order to preserve their investment in
site improvements. Also, a considerable quantity of unusable debris fill must be removed

from the drainage channel at the Lower Cemetery site. Clay core material for each of the




proposed dams could probably be obtained from the thicker deposits in the stream channel

bottom located at the dam site and upstream.

Specifically, volcanic bedrock is present at shallow depths of a few feet or is at the surface
at these dam sites. This bedrock is highly weathered and contains numerous zones and
partially filled cracks of highly expansive clay derived from hydrothermal alteration of the
bedrock. Generally, the bedrock will provide a suitable foundation for a dam at each of
the sites, but the weathered profile and possibly considerable cracking of the upper flows
will require thorough subsurface exploration along the dam axis in the form of test pits,
bedrock coring and packer pressure testing to establish the depth of the zone of alteration
and cracking and the permeability of the dam foundation and abutments. A dam at any
of these sites will require construction of a clay core keyed into the bedrock.

Where the bedrock is buried, the heavily weathered soil profile generally includes a zone
of highly plastic sandy clay with occasional gravel and cobbles which is residual in nature
or is derived from the weathering of nearby volcanic bedrock and subsequent transport.
This clayey zone is typically 2 to 4 feet thick where present, and will provide good material
for construction of the clay core. An extensive program of shallow test pit exploration will
be necessary to locate sufficient quantities of this clay, and the thinness of this layer will
probably require stripping over a large area in the bottom of the drainage channel to obtain

sufficient quantities of this material.

The soil cover above the residual clay zone consists of clayey sand, sandy clay, clayey and
silty sandy gravel and gravelly sands all of which can be used to construct the embankment
outside of the clay core. However, except for the west side of the proposed dam at the
Lower Cemetery site which is covered by a thick engineered fill, the soil cover including the
clay zone is only a few feet thick and most of this cover is thought to be in the narrow
bottom of the drainage channel. Consequently, a dam at either of the upper two sites will
again probably require stripping over a large area to obtain sufficient material. After the
extensive shallow test pit exploration to locate sufficient material has been conducted and
available quantities have been computed, it may still be necessary to import some

embankment and clay core material at each of these three proposed dam sites.




Finally, no material was observed in the preliminary test pit exploration which would
provide a good source of embankment riprap. It is possible that excavation during the
preparation of the volcanic bedrock foundation and abutments especially at the Lower
Cemetery site might yield some suitable material for embankment slope protection, but
generally this type of weathered bedrock does not provide suitable material,

Existing Evans Avenue Embankment

Reno Rendering Dam Sites

The meadow which is proposed as the location for each of two different dam configurations
is broad and gently .sloping below the Orr Ditch embankment. The soil profile in the
meadow consists of a veneer of topsoil overlying a thin, gravelly sandy clay B horizon
underlain by gravelly clayey sand and clayey sandy gravel alluvial fan deposits of unknown
but believed to be great thickness.

The B horizon gravelly sandy clay and possibly the gravelly clayey sand might be suitable
core material. The underlying sandy gravel and clayey sandy gravel would be suitable for
embankment materials especially if the cleaner sandy gravels are mixed with some clay fines
to provide binder. Excavation in the proposed impoundment area could provide a source
for the embankmenf materials, and such an excavation would enable the construction of a
lesser dam height Rock riprap would have to be imported at this location.

The proposed dams would be founded directly on the alluvial gravels. A grout curtain
beneath the dam axis would probably be necessary to slow down the seepage losses and
prevent embankment foundation instability and possible near quick conditions at the
downstream face of the dam. Also, any excavated impoundment area would expose the
flood waters to the underlying gravels. While seepage losses in temporary detention
facilities are not inherently a concern it should be determined in this case if such seepage
losses into the gravels could result in excessive seepage problems in the urban area down
gradient. If such is the case, then the impoundment area should not be excavated and tests
of the permeability of the B horizon material should be conducted, or the clay cover
excavated to expose the underlying gravel embankment borrow should be replaced and




compacted to seal off the gravels. In the latter case, all of the clay core material would
have to be imported also.

Further Geotechnical Exploration

For any of the dam sites above McCarran Boulevard an extensive subsurface exploration
program would be required along the dam axis consisting of test pits, soil borings, rock
coring to penetrations of 20 feet or better into the rock and in situ hydraulic pressure
packer testing to determine the thickness and condition of the heavily weathered bedrock
zone and the permeability of this bedrock, especially in the abutments. Such a program in
conjunction with the appropriate laboratory testing such as shear, consolidation and
permeability tests would provide sufficient information for the design of a proper dam
foundation and design of the dam embankments and core. An extensive shallow test pit
exploration in the bottom of the drainage channel should also be conducted to determine
the areal extent of both potential clay core and embankment material. The latter
exploration for suitable borrow materials would not require sophisticated soil testing but
generally just index and gradations to identify potential borrow materials. Of course, similar
index and gradation testing would be necessary for any proposed imported borrow materials

to determine their suitability.

For the proposed Reno Rendering meadow site, deep test pits excavated with a large track
hoe along the dam axis, and more packer tests in the gravels would be required.
Laboratory testing similar to that required for the dam sites north of McCarran would also
be necessary to define embankment and foundation conditions and suitable imported

embankment and clay core materials.

The exact scope and estimated cost of the necessary exploration and laboratory testing can
best be determined when the specific sites for the proposed dams are known.

STANDARD LIMITATION CLAUSE

This report has been prepared in accordance with generally accepted engineering practices.

The analyses and recommendations submitted are based upon field exploration performed




at the location shown on Plate 1 - Plot Plan, of this report. This report does not reflect
soils variations that may occur between these locations. The variations may become evident
during the construction period, at which time re-evaluation of the recommendations may
be necessary. We recommend our firm be retained to perform construction observation in
all phases of the project related to geotechnical factors to insure compliance with our

recommendations.

Equilibrium water level readings were made on the date shown on Plate 2 - Log of Borings
or Test Pit Logs, of this report. Fluctuations in the water table may occur due to rainfall,
temperature, seasonal runoff, or adjacent irrigation practices. Construction planning should

be based o assumptions of possible variations.

This report has been prepared to provide information allowing the Architect or Engineer -
to design the project. In the event of changes in the design or location of the project form
the time of this report, recommendations should be reviewed and possibly modified by the
Geotechnical Engineer. If the Geotechnical Engineer is not accorded the privilege of
making this recommended review, he can assume no responsibility for misinterpretation or
misapplication of his recommendations or their validity in the event changes have been
made in the original design concept without his prior review. The Geotechnical Engineer
makes no other warranties, either expressed or implied, as to the professional advice

provided under the terms of this agreement and included in this report.
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TEST PIT LOG

TEST PIT NO. 1_Lower Cemetery GROUND ELEVATION -
LOGGED BY Trygve loken GROUND WATER DEFTH Not Encountered
DATE 9-28-89 DATE MEASURED
=T, o
J w 5z T
NOTES S 3 ‘J,§ & S DESCRIPTION
a 2 o w a -
n Z % o .
j;// 0 - 2.0
Moist, compact, brown Gravelly Clayey Sand Fill
2 with 30% low to medium pilastic fines, 50% very
1A fine to coarse sand, 20% gravel to 3" diameter.
/ 5§?;5; 2.0 - 3.0
Moist, compact, brown, Clayey Gravelly Sand Fill
:3§;5; with 25% medium plastic fines, 40% very fine
6 to coarse sand, 35% gravel to 3" diameter.
1B 18 /z//z/ Cobbles to 6" diameter comprise 10%.
/ 3.0 = 14.0
8 1 Moist to very moist, compact, brown Gravelly
Clayey Sand Fill with 40% medium plastic fines,
50% very fine to coarse sand, 10% gravel to 3"
10 :gjfj; diameter. Very little variation
%
TEST PIT NO. 2 lower Cemetery GROUND ELEVATION
L.OGGED BY Trygve Loken GROUND WATER DEPTH 5.5
DATE 9/28/89 DATE MEASURED
w ';.l,_’ 5
Jow S W = ©
NOTES $z| 5 < ° DESCRIPTION
az| g8 | s
l 0- 1.5
| Siightly moist, compact, brown Silty Gravelly
P _Sand Fill with 20% slightly plastic fines, 50%
very fine to coarse sand, 30% gravel to 3" dia.
1.5 - 7.5 .
4 Debris - asphaltic concrete chunks, tree roots,
clay, sand, and gravel.
6 7.5 - 9.5
Wet, stiff, dark purplish brown, Sandy Clay
—.Y with 65% high plastic fines, 35% very fine to
j}/” .
8 medium sand. Trace coarse sand and gravel to
2B 38 // 1/4" diameter.
2C 27 10 ;;)’ 9.5 - 10.2
. Grades into wet, compact, brown-tan Sandy Clay
with 55% medium plastic fines, 45% very fine
12 to coarse sand. Trace gravel to 1/2" diameter.

Description: Describe soil type by unified soil classification system with emphasis on in-place of natural condition.
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TEST PIT LOG

TEST PIT NO. 3_Lower Cemetery GROUND ELEVATION —
LOGGEDBY Trygve lLoken GROUND WATER DEPTH 5.0
DATE 9-28-89 DATE MEASURED _9-28-89
—Tx .
] :’l = ﬁ z © .
NOTES $3| @e & ° DESCRIPTION
« o 6 o w -
w 2| 348 e
L~
,e/ 0-1.5
Slightly moist, slightly compact, browr Clayey
2 Gravelly Sand Fill with 30% low plastic fines,
40% very fine to coarse sand, 30% gravel to
3" ‘diameter.
¥ / \J1.5 - 4.5
__\l Debris, garbage, plastic, headlights, pots, pipe
3B 28 & ;:;:// wiring, etc.
/9// 4.5 - 5.0
Wood - deadfall tree limbs
b=0.5 tsf |3C o »«d&? eadfa re imb
5.0 - 6.5
Wet, stiff gray Sandy Clay with 55% medium
10 plastic fines, 45% very fine to cocarse sand,
5% gravel to 1/2" diameter.
6.5 - 8.0 ‘
12 Grades into wet, soft to firm, gray-tan Clayey
Sand with 40% medium plastic fines, 60% very
fine to coarse sand, 5% gravel to 1/2" diameter
TEST AT NO. . 4 Upper Cemetery " GROUND ELEVATION
LOGGED BY Trygve Loken GROUND WATER DEPTH._._ 2+ 2
DATE 9-28-89 DATE MEASURED . 2—=28-89 .
4E] EE z o
NOTES - © E o DESCRIPTION
< 2 5 tw =y
[z -1 s a .
0 - 2.5
Slightly moist, compact, brown Clayey Sand to
5 Sandy Clay with 50% medium to high plastic fines
50% very fine to coarse sand. Trace gravel to
3/4" diameter.
4 2.5 - 5.0
“d Moist, stiff, greenish gray Sandy Clay to Clayey
) Sand with 50% high plastic fines, 50% very fine
6 to coarse sand. Deeply weathered bedrock.
5.0 - 5.5
8 Fractured, weathered, gray volcanic bedrock,
Near refusal.
10
12

Description: Describe soil type by unified soil classification system with emphasis on in-place or natural condition.

p- hand penetrometer value (tsf)
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TEST PIT LOG

TEST PIT NO. 5 Upper Cemeter'y GROUND ELEVATION .
LOGGED BY Trygve Loken GROUND WATER DEPTH 4.0
DATE 9-28-89 DATE MEASURED ___ 9~28-89
w & e r 9
2wl cw x o
NOTES % z 0@ ) z S DESCRIPTION
(<] o
n 2 = a
5{/ 0 - 1.0
-I.:..":_-_'i:" Moist, slightly compact, brown Clayey Gravelly
A 13 12 i et Sand Fill with 30% low plastic fines, 40% very
o1 fine to coarse sand, 30% gravel to 3" diameter.
Cobbles and boulders to 24" diameter comprise
4 5% (Truckee river, round boulders}.
1.0 - 4.0
6 - Moist, compact, brown Sandy Gravel with 5% low -
to medium plastic fines, 25% very fine to coarse
sand, 70% gravel to 3" diameter. Cobbles to
8 5" diameter comprise 10% of mass.
L}.O - 5-5
Wet, soft to hard, fractured weathered gray
10 volcanic Bedrock.
12
TEST PIT NO. & Upper Cemetery GROUND ELEVATION
LOGGED BY Trygve Loken GROUND WATER pepTH__NOt Encountered
DATE 5-28-89 DATE MEASURED
- -
NOTES Sz he E S DESCRIPTION .
sz| 8¢ | °
?/// 0 - 1.0
OA 5 “3;4 Mecist, compact, tan Clayey Sandy Gravel with
5 2000 10% slightly to low plastic fines, 30% very
/';Qi Fine to coarse sand, 60% gravel to 3" diameter.
{Graded weathered bedrock)
4 1.0 - 2.5
hard, fractured, weakly weathered tan volcanic
Bedrock. :
6
8
10
12

Description: Describe soil type by unified soil classification system with emphasis on in-place or natural condition.

10308

'~ « RENO/SPARKS
o LAS VEGAS

paziod)

PROJECT NO. 150-08-1




TEST PIT LOG

TEST PIT NO. 7 _Georges Den Sifte GROUND ELEVATION .
LOGGED BY Trygve Loken GROUND WATER DEPTH 2.5 —
DATE 9-28-83 DATE MEASURED ___9-28-89
w .
SEISE ] 5 | .
NOTES $ 3 Eg e ° DESCRIPTION
az|s¥ | °
7a | |2t % 0 - 2.0
/% Moist, compact, brown Clayey Sand with 30% low
2 ), 4 plastic fines, 70% very fine to coarse sand.
o’ 1 Trace gravel to 3/4" diameter.
4 / 2.0 - 3.0
/ Wet, loose, gray Clayey Sandy Gravel with 10%
/ low plastic fines, 30% very fine to coarse sand
6 / 60% gravel to 3/4" diameter.
éé_ 3.0 - 7.0
7z Very moist, slightly stiff, yellow-orange Sandy
8 " Clay with 70% high plastic fines 30% very fine
[~ to coarse sand. Lower 2 feet with numerocus
/
10 % sof't purple cobbles.
é 7.0 - 12.0
- Moist, soft, purple, weathered volcanic Bedrock.
12 A_./
TEST PIT NO. GROUND ELEVATION
LOGGED BY Trygve [oken GROUND WATER DEPTH 2.0
DATE 9=29-89 DATE MEASURED __9=29-89 -
welgs | o
NOTES selse & 3 DESCRIPTION
az| 8w | -
8A 0 - 1.0
Wet, slightly compact, brown Silty Gravelly
8B > Sand with 20% slightly plastic fines, 50% very
p=1.25 tsf|8C 29 fine to coarse sand, 30% gravel to 3/4" diameter
1.0 - 2.0
4 ] Wet, stiff, light brown, Gravelly Sandy Clay
&0 with 40% medium plastic fines, 40% very fine to
8D 14 ¢ A 1} coarse sand, 20% gravel to 3/8" diameter.
2.0 - 4.0
oY Wet, stiff, gray Gravelly Clayey Sand with 45%
8 "I high plastic fines, 45% very fine to coarse
1] sand, 10% gravel to 3/4" diameter.
10 4.0 - 9.0
Wet, loose, brown Sandy Gravel with 5% slightly
low plastic fines, 30% very fine to coarse sand,
12 65% gravel to 3" diameter. Trace cobbles to 5"

diameter.

Description: Describe scit type by unified soil classtfication system with emphasis on in-place or natural condition.
p- hand penetrometer value (&sfl)

prnandom
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TESTPITLOG

TEST PIT NO. 9 _Reno Rendering Site GROUND ELEVATION _
LOGGED BY Trygve Loken GROUND WATER DEPTH ___Not Encountered
DATE 9-29-89 DATE MEASURED
w « ¥ I
Jul 235 z ©
NOTES 3 s ‘@g a ° DESCRIPTION
R o
on IfH_ 0 - 1.0
P Moist, slightly compact, brown Gravelly Silty
2 ;:::; Sand Fill with 20% slightly plastic fines, 60%
9B 51 :::::: very fine to coarse sand, 20% gravel to 3/4"
:;:::: diameter.
4 /—/;-// 1.0 - 4.0
/ Moist, stiff, light brown Gravelly Sandy Clay
:;:::: with 35% high plastic fines, 35% very fine to
9c 6 ::::j: coarse sand, 30% gravel to 1" diameter.
% 4,0 - 11.5
8 '/‘r// Moist, compact, light brown Clayey Sandy Gravel
::;::: with 20% low plastic fine, 30% very fine to
/ coarse sand, 50% gravel to 3" diameter.
10 % .
12
TEST PIT NO. 10 Reno Rendering Site GROUND ELEVATION
LOGGED BY Trygve Loken GROUND WATER DEPTH Not Encountered
DATE 9-29-89 DATE MEASURED
w o [T
Jow ) g8 z
NOTES S3| he & DESCRIPTION
a4 2 o w g
[ 3 a
p=0.75 tsf |10 0 - 3.0 :
Moist, firm, brown Gravelly Sandy Clay with
2 40% medium to high plastic fines, 40% medium
to high plastic fines, 40% very fine to coarse
. sand, 20% gravel to 1/2" diameter. Top 0.3"
4 darker, organic rich with roots.
10B | ]12.4

3.0 - 12.5

Moist, compact, light brown Clayey Sandy Cravel
with 10% low plastic fines, 25% very fine to
coarse sand, 65% gravel to 3" diameter. Trace
cobbies to 6"™. Becomes slightly less gravelly
with depth.

10

12

Description: Describe soil type by unified soil classification system with emphasis on in-place or natural condition.
p- hand penetrometer value {tsf)

SEA :osrtk GEOTECHNICAL DIVISION figE5e®




GRAPHIC SOIL CLASSIFICATION CHART

“9\ low| WELL-GRADED GRAVELS OR GRAVEL-SAND
LTTLE OR | MIXTURES, LITTLE OR NO FINES
NO FINES [-¥.%
w RS POORLY- GRADED GRAVELS OR GRAVEL-
& iy {®P | SAND MIXTURES, LITTLE OR NOFINES
o GRAVELS S
© 1' y
a9 {11 SILTY GRAVEL- SAND~- SILT MIXTURES
3 o'F APPRECIABLE| | T GM
o 3 AMOUNT OF 2~
z O FINES /%/GC CLAYEY GRAVELS, GRAVEL- SAND= CLAY
= Z MIXTURES
z 2 Lz -
g EE o olgw [VELL-GRADED SANDS OR GRAVELLY
w & CLN%AN o o SANDS, LITTLE OR NO FINES
(2 T e ®
< =z FINES op | POORLY-GRADED SANDS OR GRAVELLY
QO < ¢ SANDS, LITTLE OR NO FINES
o '3_: L)
SANDS
[42]
v .
SM | SILTY SAN AND-SILT MIXTURES
- APPRECIABLEI )| DS, SAND
AMOUNT
OF FINES V |
/)/e,sc CLAYEY SANDS, SAND-CLAY MIXTURE
o
INGRGANNIC SILTS AND VERY FINE SANDS,
0 ML | SILTY OR CLAYEY FINE SANDS OR
o LiQui CLAYEY SILTS
S LiMIT
w LESS THAN /
@ 50 /CL SANDY CLAYS, SILTY CLAYS, LEAN CLAYS.
S g
4] Y | '
2 o SWTS } H |I ORGANIC SILTS AND ORGANIC SILT-
o ¢ (L1 [OL | CLAYS OF LOW PLASTICTY.
) AND
- 2 INORGANIC SILTS, MICACEOUS OR
= © MH | DIATOMACEQUS FINE SAND OR
< 3 CLAYS SILTY SOILS
(O] 0.
wo B LIQUID /CH INORGANIC CLAYS OF HIGH
Z © LIMIT // PLASTICITY, FAT CLAYS
Lz GREATER PZ=2
T THAN 7Z7Z)on | ORGANIC CLAYS OF MEDIUM TO HIGH
w 50 Z i PLASTICITY, ORGANIC SILTS
o o A
Q
= PT | PEAT AND OTHER HIGHLY ORGANIC SOILS
MATERIAL CHANGE
L — e ESTIMATED MATERIAL CHANGE
St { : PROJECT NO. 150-08-1

GEOTECHNICAL DIVISION Sparks, Nevada Las Vegas, Nevada Phoenix, Arizona . PLATE 3
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TEST RESULTS

Sample Number

Sieve Size

3 Inch
2 Inch
1 Inch
3/4 Inch
1/2 Inch
3/8 Inch
No. 4

No. 10
No. 40

No. 100
No. 200

Liquid Limit

Plastic Index

Moisture Content

MECHANICAL ANALYSIS

Sample Number

Sieve Size

3 Inch

2 Inch

1 Inch

3/4 Inch
1/2 Inch
3/8 1Inch
No. 4
No. 10
No. 40
No. 100
No. 200

Liquid Limit

Plastic Index

Moisture Content

18 2B 2C 3B 5A 6A
Percent By Weight Passing
89
80 92
63 65
100 100 100 55 64
98 99 98 43 56
97 100 98 97 33 51
91 96 97 94 29 41
82 89 95 90 22 31
66 76 85 81 15 19
52 69 69 70 9 13
41.7 63.4 54.8 56.5 7.5 10.2
- 67 45 34 - -
- 40 23 14 - -
18 38 27 28 13 8
MECHANICAL ANALYSIS
7A 8C 8D 98 10B -
Percent By Weight Passing
100 100
93 100 96
72 89 74
100 62 86 65
96 49 79 54 .
100 96 . 42 76 44
97 90 34 70 35
90 83 25 61 25
70 68 13 48 16
68 54 8 -39 12
33.7 45.9 6.6 35.9 9.5
36 54 - 61 -
15 31 - 34 -
24 29 14 21 12.4

OATAFAINT

RENO/SPARKS, NEVADA
LAS VEGAS, NEVADA
PHOENIX, ARIZONA
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Reno Drainage Relief
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Table 6.3A.—~Local-storm PMP computation, Colorade River, Great Basin and
California drainages. For drainage average depth PMP. Go té
table 6.3B if areal variation is required.

ey - 2 2
Drainage Sormm >, Mh Aom area I QC{, mi” (ka™)
Latitude Longitude Minimum Elevation ﬁ«&ﬁr.? ft  (m)

Steps correspond to those in sec. 6.3A.

l. Average l1-hr l-mi2 (2.6-—km2) PMP for 8.5 in, (mm)
drainage [fig. 4.5].

2. a. Reduction for elevation, [No adjustment
for elevations up to 5,000 feet (1,524 m):
5% decrease per 1,000 feet (305 m) above

5,000 feet (1,524 m)]). ‘oD %
b, Multiply step 1 by step 2a, 8.5 in, (um)

3. Average 6/1-hr ratio for drainage [fig. 4.7]. /&G

) Duration (hr)
/4 1/2 3/4 1 2 3 4 5 6

4, Durational variation

for 6/1-hr ratio of .
step 3 [table 4.4]. 43 70 B joo 125 140 \sD 157 b, o

5. l-mi? (2.6-kn?) PMP for
indicated durations

[step 2b X step 4]. 3. 6.0 7.4 85 104 119 12.8 123 29  in. (mm)

6. Areal reduction _ ;_
[fig. 4.9]. M5 % 3¢ %5 97197598 98597 %

¥ 7. Areal reduced PMP S - o o L, .
(steps 5 X 6], 54 S5 5:2 0,3 16 25 B 13 in. (om)
8. Incremental PMP
[successive subtraction
in step 7]. in. (mm)
' } 15-min. increments
9. Time sequence of incre-
mental PMP according to:
Hourly increments
{table 4.7]. ‘ in. (mm)
Four largest 15-min. ’
in, (mm)

increments [table 4.8).

. e e
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ratios than storms with high 3/1-hr ratios. The geographical distribution
of 15-min to l-hr ratios also were inversely correlated with magnitudes of
the 6/1~hr ratios of figure 4.7. For example, Los Angeles and San Diego
(high 6/1-hr ratios) have low 15-min to l-hr ratios (approximately 0.60)
whereas the 15-min to l-hr ratios in Arizona and Utah (low 6/1-hr ratios)
were generally higher (approximately 0.75). o

Depth~duration relations for durations less than 1 hour were then smoothed
to provide a family of curves consistent with the relations determined for 1
to 6 hours, as shown in figure 4.3. Adjustment was necessary to some of the
curves to provide smoother relations through the common point at 1 houT.

We believe we were justified in reducing the number of the curves shown in
- figure 4.3 for durations jess than 1 hour, letting one curve apply to a
range of 6/1-hr ratios. The corresponding curves have been indicated by
jetter designators, A-D, on figure 4.3. As an example, for any 6-hr amount
etween 115% and 135% of 1-hr, l-mi? (2.6-km2) PMP, the associated values
for durations less than 1 hour are obtained from the curve designated as "p".

Table 4.4 lists durational variatioms in percent of 1-hr PMP for selected
6/1-hr rain ratios. These values were interpolated from figure 4.3.

To determine 6-hr PMP for a basin, use figure 4.3 (or rable &4.4) and the
geographical distribution of 6/1-hr ratios given in figure L.7.

Table 4.4.-—Durational variation of 1-miZ (2.6-km2) local-storm PMP
in percent of l-hr PMP (see figure 4.3)

6/1-hr Duration (hx)

. ratio /4 1/2 34 1 2 3 4 5 6

: 1.1 & 93 97 100 107 109 110 110 - 110

1 1.2 . s 95 1loo 10 115 118 119 120

- 1.3 %4 g9 95 100 114 121 125 128 . 130

i 1.4 &3 83 93 100 118 126 132 137 130
1.5 3 83 93 100 121 132 140 165 150
1.6 2 78 87 100 124y, 1380 1475 1544 160y

AT 43 70 87 100 130 w5 120%0 161% 111° 180

2.0 43 70 87 100 137 161 175 188 200

4.5 Depth-Area Relation

' We have thus far developed local-storm PMP for an arga of 1 mi2 (2.6 km2).
To apply PMP to a basin, we need to determine how l--mi2 (2.6-km2) PMP should
decrease with increasing area. We have adopted depth-area relations based
on rainfalls in the Southwest and from consideration of a model thunderstorm.
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Figure 4.5--Local-storm MP for 1 miz (2.6 kmz) 1 hr. Directly
applicable for locations between sea 1evel.and 5000 Ft (1524 m).
Elevation adjustment must be applied for Tocations above 5000 ft.

maintains a maximum between
There is no known meteorological basis for a different

he northern portion of the region
da on the west and the Wasatch

events. In contrast to figure 4.4, figure 4.5

"these two locations.
solution. The analysis suggests that in t

. maximum PMP occurs between the Sierra Neva
‘range on the east. ’
o o A discrete maximum (> 10 inches, 254 mm) occurs at the north end of the
: Sacramento Valley in porthern California because the northward-flowing moist
!+ air is increasingly channeled and forced upslope. Support for this PMP cen-
ter comes from the Newton, Kennett, and Red Bluff storms (fig. 4.1). Although
broad maximum

" the analysis in this region appears to be an extension of the
.through the center of the Southwestern Region, it does not indicate the
direction of moist inflow. The pattern has evolved primarily as a result of

attempts to tie plotted maxima into 2 reasonable picture while considering
inflow directions, terrain effects, and moisture potential.
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Figure 4.7.--Anglysis of 6/1-hr yatios of averaged mazimen station
data (plotted at midpoints of a 2° 1atitude-longitude grid).

establish the basic depth~duraticn curve, then structure 2 variable set of

depth-duration curves to cover the range of 6/1-hr ratios that are needed.
Three sets of data were considered for obtaining a base r_e.lation _(see

table 4.3 for depth-duration data). ’

An average of depth-duration relations from each of 17 greatest 3-hr
rains from summer StOYmS (1940-49) in Utah (U. S. Weather Bureau 1951b) and
in unpublished tabulations for Nevada and Arizona (1940-63). The 3-hx
amounts ranged from 1 to 3 inches (25 to 76 mm) in these events.’

a.

b. An average depth-duration relation from 14 of the most extreme short-—

duration storms listed in Storm Rainfall (U. S. Army, Corps of Engineers
d Central States and have 3-hr




(de(ZW)l‘?'Z)le | 40 1NZD¥3dIH1d30

[s2]
(o]
ﬁ..*
"N WwI038-1D20] JOf Su0LIV]2L paap-ygdep pazdopy--"6'Fp aanbrq
vidy
N -—-.d—- --..--P-. s -—-—p-—_ -—.-_ﬂ-._. " 3 —__“.—_H -rk_p-’_. " —O
' . 00§ 002 00l 0S oz ol § R / |
i (ZIW} i
A 8
- lou
i )
9
3 S lﬂ" '
: . R
¢ SRR
R 4
1
r/c
- w
v
-~ {S¥H! NOlivina 001
W W U U W | ' i | SN T U S B | 1 1 | Y AT T | 1




Ovbarea B Besew + Cudibion

.Nslr,.h o /b D:Lnﬂ.:

£

.\._e »

{2

oy
. %&QKX«M%

(\N -
N 7
...‘ ¥ ﬁ.& m

Reach

p.tnﬁ. e ﬂ.

fOrb

(7%

Slope Length

_
|

,—ﬂr_n N\-\

vetocidy

. nﬁWov

DL

Ao B
Bha

Ocaw_sLL h._uooﬂ D..L.hv

Ocﬁ.ﬁ—h:._ L ﬁ.\

A f
mvco\ @LL v

227

/ J
H.6 .nmw.nw\
® 1 7athe

"z N

d
o
2y

\.
103/

i{i.i

To——

, m L
Cto D . |42 00! 37 BN :
S i ﬂj.. A > _ Waw& » ;
o i | Overiad Z%., Z2E 152% sec. zoly o056 |
~ . W - ZoiY mc.u 529 _ oL hrs,
: : 3600
| m
el - L= 06 (£ u
C ‘, : ) w : \,
S . _ m ' —\th 0.@
PN : | { . M-
PR ; , . -
F : : i S
: ,NNWL...:._;N. , " ” a -oa
) w ‘-
col 2 i g :\D =
; : m 5
[P R , g4 = v
. .\\.... { H " . D 20 W \\\
..T:.. o] T - - m - R e | . l...-D..\GW., = f%ﬂ.m.mr hrs QM m w
AT [ e Lo
. .,.m : . Ki
A SN | m i




. _
— - e e T R EL SR TR W N K] W _

[ Svbagea "B Prsert Gud fiy

NIVSR Q% Qulnn.t.\wb.\m.ob

L 1 Reach

pvnﬁ.. . 9_..,-
.fo-.w . h‘mh

Lenqth
i Table 31 o

Velocil,, P

AbB

. .
i
R L

B C

/8
Qx“—thLL Nwm.vr«o.- nutkb \mﬂ\-N

ocnlE.L m_uo», ce t.C 3

J T .
425 et 318

P 4 D s 0
Al m . va)xwpmwns_?& N7 | 380 - Yee | 267

B D+ E _ : AR U /s | 190 i
) } . . B .. ]

] ” over n:kn_ __ m&rﬂ%éy NN, ' \mﬂhu \.N \Nﬁuﬂ_\ (575 ._

R : , i . . . : ;
el i 2873 o0 .
e A m : L sae| £z ToE < OPS fps
LA P ."..l. ‘m... m_owm waw 300 .

S [ 048 (1350) 4 N
k L 0.0 (1s80)
o L ! 004 (|380)
‘ | 0.03(1/992)
ci) M 378000 ’ |
, T 37840 | = (135 1550+ 300 + g0 0.7
i = 7.272 : ] m\
m R . . Koo \NNNW o5 )
| 7
_. £20. 30 | i 3? g —
; m. QWO\ kx\




mc_unwmmp ,,O.e .U.m,.wt* Condi a0

Time .u/b Qtnnzqu

.Xn@ N

T uita 1741

MILA N LS N T | e.f._ﬂ_.m’

pvnﬁn__.u. o ﬂ.

Slope

1 Reach
; . . ble 3-1 Ten
i * f.,u.b 167 qu«n_non..«z. AM&GA.
J
A B Overtand 1 (pear) 202 454 | 256
: . v
g m ..Tu C : QQAH _nlm “ ﬁ..uomvv ’ 3 .UN' /.8 hann.«\ 167 -
, _ ; #23sec - i
o . %t o 2724
' “ ,
w .. “ m h“ Q. ﬁ\ mﬂ\ i
- N . o - s,
. | oo lus) £20.60012) = 0.07 /s,
! | 0.033(300)
.\Il\l..l-llﬂll .
z39
e P | o8 V7iaop 67
- . T - D - .
T e tao)  JCagiref+t]
L ! 14 ; : N .
: : B . 1900 “\5 um.b i
i | i . : T
R ; L e, SN e
e B s I 3
} , 4
4 : ; ' _
. : 1.
! i |
et oalido : A
I 3 i ! V ; ’ _._ _ ,ﬁ : .. ! ' i _




W,\_T%R%;U.. .U?".r.,l. DLLL...,L .NMS... a% Qinnt.\mg

.\m,o;v

Reach

pﬂuﬂﬁ.
foL

oF

W..o a
(7%

Leagth

Table 3-1

<u_2..:_,.

~ :¢
<,w eo.,w

.rl - - .- ...

.».

“  lg:

& z -Gb_k

..,E z

e D B

‘i

-

v \ws

- r,»l\ -

Fv& { aous

A4 B

prc
Ch D

mm?.\ F .
“..Th Q m

G+
Wi T

.\b \

00) % 1037, \a

t

E.v.p_» 7.7 \n\\\:
v,\wu @.A,‘,,__.“xmn

C e eecaes L b
i

Yeo W..\ o

He*Pise

MU....“.,o f [ W

overtard q

| F; i

c

.

ﬁ.ﬁunc.\ n.r,.LL.b

Hsphet? hk\a\
a:z.ﬂ_ v. dehed cyav
-+~ _2.._,. Ocm?&é |
24 —Pipe, @E,.,. Zzw

!
i

sverlanid
m MWND»“ .‘
Mok o

= 0.4l h

(FL)

8%

270

5

G52 :

m&omqVWM

J

Ho &3._\

ﬂ!ﬂlhp\sh.s

tq00

78 .

ZIz
260
4310
46t
421
(27
LGlE
a47Fe

Z2eHUE _

2 e

T ER
=997 _

Lo

= 0.6 €e

Pm Slope

. 0.08 27

. 0.0Y B0
0.063 (5o
0. 0od 960

.05 1240
o.0f Yio
o.0 90
omes i

163,45 %

el i

ETa0

st AT

c

94 {

3 hrs,

.Tx R &

¢III.I.'I|\.|..

t_rmuhb...\.« W:,.ﬂh \

Yo o= 352




Ly s =

@an‘b pme .—.u.ﬁm.nt..*. DLL..ﬁMU |\”ﬂ3s QAO Dtnntuh\n._m.eb o
— Degecip. 0% PR A ) .
ﬁmppf Tioh {2 (¢¥) Jw__mw;u e
H m A+ Q\nt \U.dﬂl (Bate) / .Y{h.o 1 vN,.n. 145D
ks .f........w....m. : ) . ’ . . R \“ .
Lo Bto C ,EL“\% %%i / 280 || 82 11 3z \\. h& e
. SRS ) ] . “QQ
Ct D Opern Dikh  (Ba) / 980 | Faee 980 :
D+ E . |2#Ar lowrlid | 2 730, | g8 2| (593 L0008,
| | . " . e o R & [0/69
b E 1o F Gpeo Diven (£ e A 77 L= ervmwv Ol s
.. - L7
Fi & B FpE By _”.L..L bw.“,w@\ 7 B
- | |
G+t H Qﬁut U.ﬂaz \Nm\sn s8> w..?.ﬂwf
M Jopbifs, e
Hb T \Immnbﬁ,k k| 98 q/%g B
Th 3. |Ops D 2o | 9 r e
. pen O.mn.: 3.2 e, 4 / ﬂv:n.iﬁ a..ww » ! X
- o _— ANy X
BF4, sec. - v@.o v %
07 .wwﬁ
1= Goge Gimggelf) N
58.9 3 ad “
_ N9 % g | ;
?.,wmp 0.0/. /- Wn%n.»&ﬁ. i
)




Subaca F' Pawid  Cand

*

Time u.%, Dlnn.c..ww.

r R Ly

08

mepf

Pusee; 1 ¥
Mow

Slope

. P.Nw

Leaqth

(FL)

Time

¢,

Table 3-1
velocidy

'

i
ol
eI LT
N

ey
Pl s
; o
SR S
b
. -t :
T aF
: &
: -
\ oo
! -
. w i
R S
U
i
Lo
SO NS
i
i

) H

e
A e ;»cﬁ..i# .

- ,_s

:cw
QQ,W

_,\ Q%
e
.uoa :

.” el .- g

u"

s_ME

Q

§.

R b B

C4 D
D.hE

9@6 \

B C

uuh.v % \on\mwa
7

Corb © ﬁ.«.... a_n.u‘ Llow
(25 prpet sheeed
;mﬁ!ﬁuﬁal

N${¥ﬂ"£3m+w

: 00z
! ) 000
. 0.05
‘0.06

YAX

e

-
6.5 °

5.0
;.0

> \.mocp )
5 (So0)
(roce)
(2070}

. 500

J
¥

| /=
i
4SS >

156
5018
¢ um.wmwm
75

433 500
QE

%ﬁviﬁ

\ 898

=y

0:26
Q\\»‘W\q\“

s M@m
) N«\n

o
H
.

a5
L=z o6lo.12) = Qa7 hrs.

knbﬂﬁ

0,7

.\“.chv\

SCTEL LT
.. " Nt Yoy vkl
ki ( ;,.wﬂ» C2 L hat
o ‘ CONT e’ .
. ‘ N [ ,ﬂ;_zml )
= P
, m
N i i <
H . ﬁ - .M e .“..
. _ , w . .
: { b K 1
_ 3 .,.1..‘.,, K ¥ m | “ y ,, _



e e —— AT PR RS T ST T FE

mﬁv&wﬁq\a FQ ’ \\,m_..wat,\ QL.\ HBG. QAW Dtnntghﬁhqm,eb

M ! prvnﬂ. -] ﬂ Stope ‘ g ..Io le 3~ “Tim
ﬁmpof.) foeﬂ {7 (F%) JW?WLQ .ﬂ.,.nn.
‘ D ._ﬁd m . Gmnt _an— \h\.“\c \.a\NQ 2.5 \..\M\Qn. \\D@
N . : . 185
ol BEE s PO . ! - -y \{\
i, L \ 37 hN.h\van \.Um : .Whu.\.\.\ = hrs.

Bhc
SRR oﬁmim? {teces
Ct. D omt Qéi : 7%

- tmiam e

26 Fee | 173
s | 8%
OBs .| s+

L)

.t '

=

b
ok s A

LAl

I

D+h E . Oper o_sz% . 157

| u L 148
: : \Qé W\g\m . ;
: 0,185 (ive) _ | ‘ 0 rr000~ 0.7 o : |
f ...... 0.0z (; hﬁu m N - m“ Y70 Vvo \\\\ Q&.Rv /Gmﬁm .,/ ! ww
3 0.07 (wso)) i o getye

0r015 Crle) 1900| [/ .&.t. @:m -

i
"N b Tzaeeg o u .
\ {wm \\. V.\r i U IR L= 0.50 Als.
-

- \»ﬁ\ Sl ue

Q

=1 437
- 6¥70

e —— e

) .” . | S | : T m. . : : : ,Iu_,_,.,m. _..Arm\b,&._.q%.\ua_ \‘M‘.Wt.:,.ww

P L LT
RS
AR
—

“.... AR DU i : . R . “ “mnw
i u o e \ wa\,i 22 |
ol B i ' : . w ;

[ = O hR2s (5 12

) ¢ $ , T

. .A“. X . . . ) . e OO U L S
o - S B | < is\\wav 0il ¥
4,. » , . 1 , b ,.“...,u ,,w, . _. : .ﬁ \ .w.u"A \), ~ .l..\q_ . “

£
-\

Gmtlen

1
I
)
amn
v




R B

WQVDWND .,,I ’ ﬂ&mw»# @\L..h‘.?\ le:w o % Qtnnz .xms.m.eb

Reach

Duoser; p. o %
.foe._

Leagih

_:“.v

Table 3-1
yelocidy

Time

2EC.

A+ B

over [and
. w

‘

|

J T
L Y

383

“. , 363 m
] : =32~ 0. 1lhrs,
1 : mv 3L00
Do o m
| i [206 &, <06 lo.0)
Pl , . :
,. ' A“m“ C.06 \u\muv ;
' 08 |
: : b 7 000 <o
,. ) [l 4e)es]
) ! 1900 (ve) o’
; ! |
i £ hors:
: 3 .
] ” m
' w w
. . ”
; o :
PN TR R .




U rﬂ?ﬁ T

.&,me,l Cord. k.oc

ﬂ!\sh u% Dhnﬁc

xsc

Bt
Cho

DRE

AL FPE d

18" e | o

mozm fand

.NTm\mmm?&_ ford

w ..G.:ru

G0+
7.0 y
8.2 ‘

Qe He
12151

18758

Puavceip, o,ﬂ @—o*uh . Leaqih ble 3-1 +im
. .MN&DOT .fo,w A\NL (FL) Jn_non.«m... ar...un.
Ak B3 Sheet fo& rm..w.w 4s . 176

E .Tu«u Ocn«_btnp : A _ . /0.0 ... W.N\Nnn _a:._ .
. N : . \ll\\
Fh G syrppe] ©xvord | 7, , Jz-227 | 1B and m
' 3 o ~ Y.
G H Opes chasue ! LR B Aot
Wb T Ettmad owlad | Zo | | 20 sw et |2l % ,5,._.&4,.._ ol
S m . S, 4 . Lot
| , N B . SR AR L
Ktote - [ IR B X . Pven Tt
Efet1 oérh _orzs_ | 058 Ao || f2 e | 1167 c.ﬁ. cof™
As s \tw % : SRR . GGlo Nmsmum.&
< ,BUG.AQ&&\&O& Aia. Slope: ,. &Nﬂo
w i \cm :wu\o.“ow “N _ . _ 0.05 \@”O ok 8 RBQ(E&«MQQN
_. <w oo\m AT . s 0.06 ( 390) l= m@ Q\Ov . mmmmuw
b g .\~\. . < . L.o7(Lib) T 9 &...Cs
o.&“h vh \h.&.r o am c i i o.me“, 550) cild ”
: . w Jdo (o) .
Aviﬂ.\u;.om eofz.L- ! M.oﬂ (2fz0) Lz O \#m
rS b ., ; ﬂ w O.Q.W. «acew
‘ 3 ,~ o.027 (3¢
<%,.VEM \.L \sowv m : i 0.05 (vx)
q n, _ p.ol {so) : _. .
| 89 G ooisle) M | )
Sl e .




wgro%s.‘,q .. .Uaf..p+ Coditod  Time o /b plnnz Fration .

| Duserip, o ¥ Slope Leag th ble 3~-1 Time
ﬁ&»e\r n.ﬂcw &4 (FYt) Jo_sunl; sec.

At B Aspha It i 703 | Boo 53| S7

. P 8 L€ _N:h\m. m .oQ_N.O. | 6.3 N*NQ 91 N..,M\m N\Wﬂ,nl . ﬁ._mmv Q..\w.mw “
: . i 5 N e _ o . . :
el _mnm_mm m ?:2_ | aen | Tiso || uethaT|

- s s B B ,n\n.,.,.,v

o DA B | 2L mma ?r,ﬁ. e} 105070 Exm el

H ) .. . Lo N“v.w. -
B F Ng._mmw{:& | gz | meo 907" |” 2
mu..r,m T J&%n.ﬂ | sz | 180 2075 e

e v avwet e W
FRA - H

.‘.x 9.}& \W\MWW&AW.

"

irH

2 tes Q.\ i< as S

_
pe| ©F
|
_
1

-t - W\ ;\P . M ' ) . .u
. u oo.W«L‘ \u.%mv = :b - n
_ m

!
|
!
_
n

o .—'/' J‘- '-'.'T'-"“ff'- - ‘_‘""i.'}"“-‘“-;f‘ -

g
l@\\nﬁ L=
. 0.07 (3] ‘
0.063(p
0,099 (Yige) il . i A
p.105(y720) | | B OHD brs.
o.o9e(yee) |1
cem (ijo) w\.} .
o-.015(3p0) - =W,

\ "
L e (2% e 187 !
\<w“. QQMF & \m qm.v

r.s 2 qu e o
e O_M hc p \h vQNV .

_é L5\ Y. m
.o_m? a\o eg)’

......_..;.lm ﬂ % - \o..\ﬁu_\a .M\ 8.2~

SH¥ .‘.bém

{
™~
1Q
£
:!Q {'\:

i .
i X 1 ./ x-_.
: | _




nb) 529 O ﬂa&.ﬂx% Dtk.«

Tine od Cowcentn

.\.,o ~

ﬂnp@f

Duoceip, o ¥
o

Slope
NES)

Loagth

Table 3-1

<n_on._;_

mw..rum

/S \\m

%.Wﬂk«b

m e Pophalt @a& N 28"y | v .

_ I : ) wo\

Occs_bnb o _N...\&N«\ 83 v’ = 30> C Om\ﬁ e
w P Ny i & o 2

e : “_ mO_ sect X ,
i iy : : . -
! - |£=06/a03)= 0.05 b= \\
_ . : . —
! . !
DOMU\&K U :
i :
S .ocﬁ (1se '
i _0.00 (200 | :
e NG m
w . = 0.0 _. 1940 \u.“v.
m T . M
[=0.19 hb
w _ b 5 -
“ «. .

oA o m v

S A L. Ry - .




TP m\ L.%,.._ot . \
rv.\_vﬂ_.\_@.or_ ,ﬁa.wu_z._ | " Tine e% Qtnnzqh\w*..eb

o
H

p.v + ﬂ. . i wpo .& . . : . r_ W\ .l—l.-\)ﬁ
M.n—“.urw ° A% ' d.muo_nun.hu e

1 Y, goo

Ocﬁ,r\{&w AW_.usu ' . \

: z95¢ -
N T @azs(m

Z79¢ Oe3Z

wh .w\mMm T O-76hs zs.

23 Na. 2z o

. £ ! : .

uﬁ.._amw\. e ..\1.\.“‘ Nw ) : G.mN
22l __m =06 \E&

m,m mNno. \O&

o
o M Ny
:UH : Loy ot
0.85 e, \m.m_m oty
|%%o D fec N e , Oﬁ.ﬂ\.e _

. u. . 1 :

anlpr \O T\F

s 18P
. Over Psp

S.,ﬂ_a

taaer mesa
H

%

L “ 2987
. : w\ . “ m ﬁ :
; w Q.m .. wnﬁ °0 o.f 190 0.7 .
el IS xnom\w.ﬁ\\.@fsu +]
m \ | .P B - \.\\I\llmm\
Sorﬂ ,_& 224/ : 0.01 (b)) 1ag0 [2.6)
. i . | -
i p.035(sh) oS
L-.r;osq,. . . _ . 0.05.. Nm(v_ < Q-S\7 hrs
w‘ 005 (20d) - :
. po75(end) \
! poa-doend :
m 0.05 (1eo
” 9“3”&@ v . ; l

: . i :_.E... .,.f,., J ! Cer b i .
.J_: l._ ._!.., .__i, A - | - we | o | e




Sy Toap‘ u " Presen uﬁ ﬁ\/o.:_n h,.o.u

TRSS
.Nmss u/b Otna&*@.\?b

Slope

Leaqth

fable 3-1

r
|

AN Duscrip, e ' Time
ﬁmnc. ey {7Z) (F ) ER..J .ﬂ?..
P Ao B Fhpha /Pl @%u 700 5.0 Vee, | 14O
B4 C Opes Diren m._..\a =4 880 [0 oc. 3go 1459 .hv..{mmm .
C 4 P Hpha 1 Ploo /5% | 100 87 e | 1€ £.= wwa\wm - 05345,
phE 18" Fpe 052 | 360 3.6 e | 190 e
. : A O A% _
Ft & 30'Fpe 0.5 |300 5.1 Fec | 57 .u..%.h\mu%\w\m ‘ _
GhH B33"Fpe 0.5 {00 5.5 Hhee. | 73
HbI "B g 0.5 n :
| 26 270 5.8 Yoo | W7 N
I N Y7L loS5 |80 || w0 | 326
,M_.,.r _____ K s FE— o5 | &30 2.6 |-B3 :
et oo Bpe— o= | zzo” g2t | 27 _
= - |Tes “
g : .
&7 . 459
A . olg [//vec &
\ va., Slope \\HQ.\QQ N&ﬂ {Dv.?.Q .
0.0l mée.w R B :
0.0t J% (135)
0.15 (100) /900 Y “
o.wcm\ sito) L=gy
L35+ )
T 6790 \u\\\ QQ\N\M.
= 1353 ,
i
. | %
\J ...r/ o




-
i

.

(ST S

B, JH m ‘&|._ \m_ o

l'PAsm NSE Dhed

&\Daru\ "R ‘H.xrau_c‘k 3-"0"‘@ “E”

Rou Sl'iyg

W Z‘/’l}O‘ 29v/are ‘c.v[wrf

et

Y7

L= 5D
s 2%
149 (205 )ﬁ:oz)v‘w-'ﬁ?EF}/ \/ /7/’/c.

V/ oo/5 7l el LS vlong

- Foeo

=

Z.) ofen DITCH

.ﬁz

L=20
S = %1/02

I= i
Vz (.5 Fflee’

£= %-5 = Ssec.

' 3.) 3&7” P;,OE

H) oper vrret
L) Ore ST

L= so’
v 2% A r = Y %
RV ;:li‘ (éjjﬁoz) A e N oot inn
5'0/6 H see.
M36
Lz580"
=17

v=1 Hre”

F8Y) = SHO see.

AR Y




@J ' ?A(&ﬂ DisE Ponh

LI S SCY S T

” 1 | FEVIN

'RN%'J“ “Hu J‘.\,\m“\k hE & C‘_\’]‘J'
7 T

5) See Lime of 6“4;.!{"'/:“' &, S.qu\ ‘E‘

B B4 C 39 73D
4o © Q80

Dh E 48 13
E+ F 74

F it & T &o
h H &8s

GRTIE Y A & O
f';-l-.. 3 9

Yol Hme (k)

B e Z
T St3+ 4S80 +12et EBES sec.

2R N D5
_—Zé_:g_s - 2}379 hrs, = K

2600

% = 0.30 /-rj




!

; m : , ‘PARF& D E.j)cw N,

]%ml|

?od "-:Hc\ subren "B’ -'Hnr.w'o‘h soburea D’
\1‘ A ¢

: N

1) 18"pipe

L= 930"
_ S Z 52 e

V_”/‘g—;(ﬁ%zs)y«"a" 2 e - l'(ol%’

w5/ o urvtort
—y T 4 = = B Sea, ,
& 581

|
N

Z) OFG'J clanwel

L= 40"
&= 2.57%

Ve 0,78 ..
Lo - . -
£ = /0.75 S5 see.

wllhﬁiﬁ!h"kls—';!&E?ianr
AVE

.3) fﬁ/'PI/oE

L= 350"
$z35%

3 t | rd
v%}l‘ﬂm‘%@ \/= h§>

39/ .r = B2 see.
&= (‘5’; Zil

1) Opes Chanve|

L=10'
s= /07

| \VAS /SF%EC. .
t = /%5 = 7sec.”

Yy

FNE NN N e N

|
|




) ‘ | Pagapise PonD

5 N

T

-

IR

‘ROO+:"L\ “B ‘ ‘ﬁ\r.m%lr\ t D
o =

sy H8"Pipe
£ 7 ~
) /?/9:64 Y%orp L’W—_gﬁff \[ - W ./ S ;
V= o0kS 'd /03@ = e ;\n,),{,m;) T

457 = 4‘3‘ sec
= g _~ .
¢ \ L{ 300

C) C}wa CLaWe.'

= 190°
o= 1LO%

. , f
VWK&:/E7F};&¢ \j: ’lc‘:\ /S
. O‘?r“cmf

e Aot/ (K - | iy
- %‘ v 2«!’ - fm - ;Zog “;“fh,
Bf 53 +35 7 +5p ¢ 127 £ BOT sec
it oxT
Zgt _ o4t he =K

-

3600

A= ©.30 .,1,1
N/




™

3
-

1E~— B

) Paran sE_Pobd l

.RDU"':N‘Q QJL)MA 5 “8 ‘ffb i %ﬂa’A S:-'éaﬂq “f'
S, = S

¥

A

i

1) 48"“Pipe

L= gso’
5z 1.52

._/t/' i 15{__"!47 )‘Iz:.h/“57 )ch. \/ - .!I 6‘:’ !/?"
V=cyas ‘/) 0.0t5) = _ overlopel
4= 9%7 = 5 see. B2 |src

e

7((3‘%‘:/ 'f"me (K)

5= oS
K= % = 0645 /s,
3600

x= 030 71;7,

4




i o= :'

RADLS oD
D A

éll

?W'}""""\ Subarea “F’—f'inf?k Sobarea

) 29 FIFE__

| .___

/=320
5- /137 é»»t,{g‘a.,
/, ‘/? z :'..L.f-‘mw»‘ 0-5"‘.2*- .- — [ l\/’ ’-r“" | l ~‘ e
VA.L‘"-”a:Z’-;:f ' ’zfj [0'/ 3) ZZ . J‘%""' ohe o

£ = 4 sec
&

Z) 0/01,« o,[aﬂw/

L= 4410’
sz /.57

o085 Tedl? S =
£ = 5788 sec, 882";&”

btnl  fime (B

e g7 Ol
K= 85%__9:-*—1-4 < heHEG hes,
3(100 .

~= o030 +
¥ = 0.30 s:uj

A

-




| D) l Parapise Bad

Pty Sobas "B E W
o dj Jbama s BJ D, EA Jlﬂi}v?L Svbarea \é"'

') OPWJ Ql\o'lvel

L= nzo'

s= 722
.\/.:—,1—'?4:: V: é { =
C=H70 Tee 18(‘95%

¥

b irise B o

Todal +me ()

I12¢.+ 896
C = 0.3
} SEHAHED_ .,_;.g?p‘,)f/,

3Bloy

X = 0,30 | -+
- J

‘\

»




D) | PagdisE Ponps |

1.

| -

B e

'Po-.r'knq q,lawo Saqus “H:,-w,“k Shbara T

1) 36" Fpe

L= 90

&= L7%
L9 ,()—'6/0,0‘” [b?F%cc \/md:csru{rs

V=0 ‘015
= BS sec,
- 7
2 eoé, ,‘82

Z) Dpdd Ot\auwf/'

vf%_gzﬁ

_ sofy - 2
t- "y

3) HB" PIPE

e

L= joo’
5= 2%

”;_‘gg Gy%ﬁlo 2% _—:/Liﬂf%"'- - V‘va .

100/, = 7 see.
% 75

V=

//) oFf,w QJ«aNMeI

L=310"
5= 32,

_\L,o-e—-—r( \/,S/S

Y 28 sec,
R




‘-:(P—‘) | FpepDInE  Yoed )

Roshoig_sdbveas Poomh Scbara T Co

5) 78" 7pe

ya 200’
5z 6.S7. - '/
v_,ffaféc /;aéf" ulm b_=. 252 0~F5¢C V‘" 22 =
£

¢ e Fee
ZZ
6) Opgw Gf"apwel

L= aco’
sz 37

Ve 12 P
g

7) 26" Z/g
s
L=100"

5= [oZ |
\/«fmy(, 2 s S ey =

L1 30,5

%= /s’?‘?‘ sec.
Z.

8) OFGJ chavwe |

L - 205

S= 270

-7
\/: WFfjec.

900 :
L = B0Y = /500 see:

o 2T

619

192 ¢ 20
K= 25—%*7*W*jtm¢§_+_f_§~§_ Ou;r"Bhrs.

3b6eo

/?(“"0.30 "\‘r._%
J

o\




- i

et e e——

[ Al S
D

Rau“'-..rq ‘Sdbufaq 'HVouql'\ Subarea %‘r/

\‘\'.\,\.\(:;
‘e - : lﬂ- O{fl ’
1) Rip -Rap Dike - 20
L= 450 ' <= 5%
:-7= /L/ @ V:.Z'{; y —
ve 5.7 Yee oz Yy ZL[ =T
. s = 7Fsec
, e
Z) Opes Diteh porgi
|7 0r , L= 1200
Sz STLR
V4R s
= |4 Y hsee. o (20 hg » 250 =
f,/= (,l%q = 4/30. sec.
O o et

&~
1’ .: ..,1‘3*,‘

[

“¥F Y v, "/

V= (32

o 110808 F 77 e

bl dme )

oS T8 135
L,’%____t?—-—q—- - ‘,My/’/s

I( = 36’00 ;‘”WM-.

aL

%'-: 0.30 +f1..[

N

AR




1/ | fodapieg towd

1

m.

N

. ._ B TR SERAY BERLY INEY NS By

| R TR Sy hh e e - !

!
'1¢‘.-iq']EE .

|

mm#...;.l T w.ugu . P

550 Bubamﬂ?‘lp“

S e oS A7095S
(ot

-
lecryg,

-

dota [ +ime (10 j

e BT e it]
-4’3?219‘9“?”'///‘ - 300.5—3”, hrs, = K
3460

’X = 030 4’/41
7

/}/ Z2ryg et
L= gso’ '
sz 154 N
Vo LS frosenr VT
£ = 95;7 = J‘”S&C,//w._‘-;(.,-
o : owr\fﬁwl- -
' L= /GCO
s T2 :’—"

’ 7‘?}(.’"'/‘7_\

et v s S

I “geoe/s
[ IO CGHs
4= YEE VLT =672 -

—omnt R (O /7

2.67. =<

Sa

20

\U}Z‘ .




FORM 230

CONSULTING ENGINEERS

H /L0 -]

O Las Vegas I Phoenix
1405 Arville Straet
Las Vegas, NV 89102

(702) 877-3000

p\ﬁeno/Sparks
950 Industrial Way

Sparks, NV 89431-6092
{702) 358-6931

GONSULTING ENGINEER

2020 N. 24th Ave., #6
Phoenix, AZ 85015-5648
{602) 257-

JOB NO.

4699 SHEET OF

DATE /Q/Zé/ 4

PROJECT Cf‘/tf ot Reno Qm/ha?( SM?)

SUBJECT

DES!GNED ?Bg CHECKED.

Rountmg —?rom Rﬁno

~y2y NP @ 24%
 Trawel fime = ¥3.5 sec =
488 RCP @ 125
Tiovel HAime = EBsee

F?ou%ng ?ram -..w')r'o

o SRR A abgh a3 d e v e b s o

z ??Q;fﬂﬁ

'/Z/&’ PCP (60 /,

e s e -

77?:: uef J'MC = 86. 8 .fc

- 6’8"65 /?(P C 0'6 7.

@ l O?é

/b,gsfc

 Travel
- 48" @“Pr’“‘ "

'Tro wi -#:mc

Rf’ndc‘?f‘m 3

LE=700°

008 s

VA 850

R
e.0% Asl L

/o) "au‘frb

Vanz/z. 8%

‘/o %/e; Jen H

S TEY/L 7 S

- o CDZ‘-Mrr.: DRI R R

| g m
Z S J‘c -

VezsEh

o.!@ Bhe T
L= ,{5‘0{',_” .

ey




£

FORM 230

CONSULTING ENGINEERS

CONSULTING ENGINEERS

M Reno/Sparks
© 950 Industrial Way

O Las Vegas

Sparks, NV 89431-6092

{702) 358-6931

1405 Arville Street
Las Vegas, NV 89102
{702) 877-3000

J Phoenix
2920 N. 24th Ave., #6

Phoenix, AZ 85015-5948

(602) 257-4698

SHEET

PROJECT C’/H‘ O‘r )L"”b

DATE

SUBJECT Mo=iin cm,-\f\ el

. F‘ ~ gy

DESIGNED.

(’:—/:*.""-' [t
e

CHECKED.

Rmoﬁncsuff A
/// to Y
12 40 /13

!:",3 ,7’0 _‘.'//_‘,i/,,; S
j "!""-"“ 4@ / '{é

70 [/

f-[(z...T’P He. ..
N1 7. na.

/"'

{! ’ef

"‘ﬂf .
!

Z"/’r Z>.

e, J:CLS::._ ”"

0; fD'fZ

C_,M.r\ep(- FaT-X g ww;

RS SR 4 3*//#

’:)C{ Yll l"’C\

I,J fﬁ /E)c«)

1S O

./2
A

--' - e
! L Le

-
g Yo f/7

r OL’J//

‘ '"-‘rfffrlv'c

“_‘Af/)f_“_ l" !I"C‘I

i

00
O08
o./7

o5

A E Iren

. )

a So% e é‘*frm L
OMIEE == Oy

17 hoofs.. ...

,‘,'I ;




FORM 230

CONSULTING ENGINEERS

H Reno/Sparks
950 Industrial Way
Sparks, NV 89431.8082
(702) 358-6931

=4
o =
= o
[~
(-3

CONSULTING ENGINEERS

JOB NO.

O Phoenix
2920 N. 24th Ave,, #6
Phoenix, AZ 85015-5948

[0 Las Vegas
1405 Arville Sireet
Las Vegas, NV 88102

SHEET OF

{702) 877-3000 (602) 257-4699

C/‘/c{ of Rero Dmmmf wa/q e O/ 7SS

PROJECT.

/aq fimes,

DESIGNED ?Bg CHECKED

SUBJECT

a0’ e
/‘7’00 C”ﬁ5 7:0
- B00° Cf? ”o 6/%

3
i

j.fjffZéé_é}_,.ﬂ.n’hnu_mnemo_i%clééhf‘
"ﬁsﬁsg_jmé Flood rm.

| fj, sz —

/,s,/s« ::

ol @ m. |
ol €92 omrma 32 2 = R

of ﬁ@g;E;_;;i‘;;;;f;;';j;;';;i:;;;_ij R
S‘/i"eef

575“0‘
- 98/s = 29 Zoeee
zzza

2= = M _200: e

/’f 77 sec- -:@r‘-// }:Ps




Sboaren U Present Cosdihin TR 55 . ,.
|
Lann Use T_ ba_on_p Qi m:.ocv :
LD N B2
% CN 't Bodeet Z cH Podve P4 (224 Padoct
-7 ©3 Z 00 .
| e | e | E ‘
. 25
236 |95 gs- | -Bo?S
39E
H9
488 —f 89— 89—
——— lmenz ) _
K25
X \ .
mnmuﬁ.r._. Macre aw.m.. 87 2959~ AN S
?%Q$ . R @nw .._.\\\‘. .
Comases? g |05 | 8075 | 29 | |8
7135 e
YFFF 437 WMWM
O \Wlll .
Wehded v = | 7707 .
@ = .@N mma\
i _om ! .l sl m! el .| _wpl _ws . W W  wm. e . A -




FORM 230

CONSULTING ENGINEERS

GONSULTING ENGINEERS

/[XnenoISparks O Las Vegas O Phoenix

950 Industrial Way 1405 Arville Street
Sparks, NV 89431-6092 Las Vegas, NV 89102
(702) 358-6931 (702) 877-3000

JOB NO. o

”_‘,'n ./"C,“) /

2920 N. 24th Ave,, #6
Phoenix, AZ 85015-5848

(602) 257-4699 SHEET / OF 'J

PROJECT. (/Y/t/ (‘)‘p /:%ﬂ’} Dfl’“nfcf ‘ﬂwm:'r;

DATE

& /22 /TT

SUBJECT Fﬂf C(fflc" =

D‘;" b»“"if;m /C'V’ k_/f%-:

7T
Dssmneuﬁé CHECKED___ |

?‘r’O-w -
TYs,
750,
. 755,
760,

TS

Hr0cy. c

[, z6ECy . .98
Crize v Lt Je:8) wett

SE 785 7Y 7 33,22 s

hliz wetd

6€72Cy ¢ BBO6 mef
70060y . < Allz S

N [t % B Lo
1) VAR S
i [ AV A
i § i 1 H :

H i H ¢ H

e = Gzdie
QWO s (Y




B CONSULTING ENGINEERS
JOB NO.
Reno/Sparks O Las Vegas O Phoenix
950 Industrial Way 1405 Arville Street 2920 N. 24th Ave., #6
e ) CONSULTING ENGINEERS b ot | e A A cagityho ok sl [ OF
PROJECT DATE Cf/ é;/ g?
- SUBJECT UPD(_’!‘ Sorrouys D@“[?n?’/{)ﬁ gﬁlf' DESIGNED. ?BE CHECKED.
o /)7//7//)701?‘7 E/E’Uf?‘fl/cf) ’//E’ ?9/, / R
 Fhu Shwmserd Sy leesd
deasl o o
9705, 5634 L. BHT
TS 24265 2hel
TG BSIZ0 24,2/
: Cyzes 93,827 58,16
1730, L 19z,z*/'f g8,/7

FORM 230




1

CONSULTING ENGINEERS

Reno/Sparks O Las Vegas [J Phoenix

950 Industrial Way 1405 Arville Street 2920 N. 24th Ave,, #6
Sparks, NV 89431-6092 Las Vegas, NV 89102 Phosenix, AZ 85015-5948 ; .
(702) 358-6931 (702} 877-3000 {602) 257-4699 SHEET OF

. ! A
ae T ff.‘.J;éu pate__ &/ /g/g z

£
o (‘\
—

F W N atan Tt i
JOB NO. =2 CNanli

paw‘mdmnug

GONSUI.TING ENGlNEER
~
PROJECT C"}‘-l O{\ RF re  SLAF

T

o
susJecréngmﬁC’Uf‘ < I \e‘%“f. iy

o

! P
! -’

r e DESIGNED. CHECKED

" minimom. elfuontfor\ L/éc%’/ 2.
L E kU S"Orﬁﬁ\ﬁ.

JgBS 480 CY
430 /5700 CY
,‘/é“ﬁ 93¢ CP |
4700 - 2L9Yl.. %’_,_
‘1_705 z’ AR
L HELO J&HO... ?

OO e
. O.T7 ne- 7‘
588! At
| _-ze 4y Ac- # R U
C Y6, 88 e
| £#?/5 // C; 3. C}’ TR A
Y7L c/ /é: /A ‘LC ? 10160 ﬁC"ﬁ.‘,,
qreln /QSV@‘,/ o S H//é,S’Z e
5@}% ROWDS (297 At e:fS J S S U R
HOOPR.. PEAK _STAGE .= 7/8,/7 o a
Sﬂ"f?«ow‘: [ 30'® et |
(0O IR.TEAK Jﬁm; s, éo [T R

o

r}”}u’;n;ﬂﬁ

1
|
] FORM 230
|




FORM 230

= CONSULTING ENGINEERS

40BN, (/OO /

™ Reno/Sparks [J Las Vegas O Phoenix

950 Industrial Way 1405 Arville Strest 2920 N, 24th Ave,, #6
Sparks, NV 89431-6082 Las Vegas, NV 83102 Phaenix, AZ 85015-5948 /
OF

/

OONSULTING ENGINEERS {702) 358-6931 (702) 877-3000 (602} 257-4699 SHEET

PROJECT C//C{ OF/?C"/’O DO/”O"?C *—*%00/(—( DATE (SS/ZZ/Z?

[}
SUBJECT Rﬁno %ﬂd"’l‘/ﬂﬂ‘ f\}" Jl\!bﬂ 31'7"’” pEsioneD. 7-Z3E _cHeckep |

N ;]. 1530..

| ELEU S%Pﬁéz

ys/o. 667 CP
sl 5. 6/3’-/‘7’ <y
vS/S 1,380 CyY. .7

. HeZ0 . 6’3,‘/‘7’3 cy s
Y=z 99337 CY. T 5878acF
/ 772 Cﬁ’ =

O.Y) Ac-5t
C 6T A
736 mett

Wiy

noy

1N

fsz )c; oge e cfé . T

il ;.m/op oz_'ldom,

2693 AcF

100, 27 ac:Ht. S I

- ;»u/u.)a %w_.ﬂeku, zs L350, ¢ Bdjechs




APPENDIX 5




FORM 230

CONSULTING ENGINEERS

JOB NO. 1S0-L&-/

Reno/Sparks O Las Vegas J Phoenix

950 Industrial Way 1405 Arville Street 2820 N. 24th Ave., #6
Sparks, NV 89431-6092 Las Vegas, NV 89102 Phoenix, AZ 85015-5948 /
(702) 358-6931 {702) 877-3000 (602) 257-4699 SHEET

CONSULTING ENGINEERS oF

PROJECT Evans Ave. DS, pate__ ! / 3/ 89

e [/WA

e ;,'wc “ n?" T

suRJECT Bowal\ we‘!" 2ehmate pesoneo_FAT_cnoien
" Hetaition Wm I

t{ ’5(0"4’ RéP -. 420 LF '@'j (;0 = 'thE' Z_OO
b 42" 4 RCP - 42D LF @eo 23600

& MM - s ea @ =zsoo = 12,500

LK

_','Aﬂzwﬁ.fﬁs",_té,72},5,. ot = TLBZ00

MMDjM L,Lfﬁf /o /Le,

a 54“94 ,Qc;o f_ wo u: @ :;j ' ‘ié, éoo"" -

/OI Oo_o v v V.,N;,

] 1 c,oo
‘,.fj;f.jﬁ“ z v, Zo0 -
ooo

— t:Af@W. fD:DDD -
= AJ 5775 Toml

§1I

i ; |

Ave imnom‘ﬁca)"l‘(ms '§




FORM 230

CONSULTING ENGINEERS

O Reno’Sparks O Las vegas
950 industrial Way
Sparks, NV 89431-6092

{702) 358-6931

b
= °
0.

CONSULTING ENGINEERS

Las Vegas,

1405 Arville Street

(702} 877-3000

O Phoenix
NV 89102

2920 N. 24th Ave,, #6
Phoenix, AZ B5015-5948
(602) 257-4699

JOB NO.

SHEET Z OF

PROJECT.

DATE

SUBJECT

DESIGNED.

CHECKED

)071& Arom I’lano iQM!er. o

42-" 4 pep -

b ‘,4@",%‘&43 -

A M A ,
/,mr, DI

7ootﬁr@,ff.ww
fco LE O

A

o E‘A@

Sw‘fro (wo

"BO

5000
L. EA@. 2500

_ 5000

C{ﬁ fﬂ,bﬂ(:l"‘y) ___
= 56, ODO
Jzo. = 102000
. = ‘5,0650' B
s 5,000

et P %’ @ 7 ¢5

Ta TcL /

%0\.” HdWI

i H




FORM 230

CONSULTING ENGINEERS

CONSULTING ENGINEERS

JOB NO.

[0 Reno/Sparks (J Las Vegas O phoenix

= 850 Industrial Way 1405 Arville Street 2920 N. 24th Ave., #6
o

Sparks, NV 88431-6092 Las Vegas, NV 89102 Phoenix, AZ 85015-5848 3
SHEET

(702) 358-6931 {702) 877-3000 602) 257-4699 OF

PROJECT. DATE

SUBJECT DESIGNED____________ CHECKED

(,; Pr]»e from lQomo I&LMLM ~p PMW And (/bD c{s Ca/ )
4 42 e ker- g ke 8o . 5,000

L apdRers s cr® T iz = z20%00

~ ,07& ﬁm T Wg,, . &md/se Pbrm’ (//o s ca/s)

_c. S4"¢ RCP- 3360 LF® IS0 = 50‘/,'00@;
/63 zoo

"

d. "¢ ReP- 960 LF@ 170
/o,ooo

1"

oMol - 2Exe  sewo =

Eng'j‘

e mn - el NI

| L AbRe Tl = 776,500

QH

SzAN) )QCf’ - 2540 u:@ .90 = Z&B COO

b 48 " Z;, RCP - 35100 “ui@ | A io: L/OB ZOO

c 5474 RCP -,.'.. 26D LF@ dsb = /%’,ooo

AL T - 2 aae seoe = Beco

el M H fiﬁ,jf,. — 7 A @ zsroo é/Z/soo .

- m.,..“_..i‘ f 2 L ‘ b - v vg.m m«m, m....m

- :fof:f'Zz'f{, “o* izs RcP —f.«.

c\ A’C sw»de '_,—,:;'_ 5,700 Y @M
e N 56, TR """“Tomi *“f:"*““- | '/30;/(90 ,

N w’ o 72,000 }
- zsoo.w _~

75, eoo

450 L_F@

v




FORM 230

CONSULTING ENGINEERS

JOB NO.

=
=
2
A2 [ Reno/Sparks 0 Las Vegas O Phoenix
% 950 Industrial Way 1405 Arville Strest 2920 N. 24th Ave., 86
o Sparks, NV 83431-6092 Las Vegas, NV 83102 Phoenix, AZ 85015-5948 4_
OF

CONSULTING ENGINEERS

[702) 358-6831 (702) 877-3000 (602} 257-4699 SHEET

PROJECT DATE

SUBJECT DESIGNED CHECKED,

9. Fhodwall._end. Montel lom o ,ﬁé@%" ah e

b che — ‘zo0 LE@ .,,é_,f.ﬁlffff%fffjf'“f_‘f I, 800

‘* Stdalk - 200 :u—f@, ;; R

s Pwmm surd. ]—f"ffﬁ;f”,"iobo'f"sf @ 14 8,400

AH b,na - Tm L ,f;ﬁffff;?ff,%)f('.;ﬁé;;bc‘jé"




