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FLOODS

ON THE

Southwest Foothill

Streams

Flood plain areas of the Southwest Foothill
Streams have suffered damage from large
floods in the past. Studies made for a
flood plain information (FPI) report show
that floods of similar or larger magnitude
can occur in the future.

The FPI Report presents facts on the flood
potential and flood hazard along Evans,
Dry, Thomas, and Whites Creeks, and Sky-
line Wash in the area generally south of
Plumb Lane and west of Highway 395 in
and in the vicinity of Reno. It includes
maps, drawings, and photographs that
illustrate the extent and severity of future
floods that have been designated as the
Intermediate Regional Flood (IRF) and
Standard Project Flood (SPF). An IRF is
a large flood expected to occur about
once in 100 years on the average, although
it could occur, and has a 1 percent
probability of occurring, in any given year.
An SPF would be greater than an IRF,
_but one that can reasonably be expected
to occur in the future. It would occur
less frequently than an IRF, but still could
occur in any particular year.
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Future flood heights along Evans Creek at U.S. 395.

The purpose of FPI reports

s to provide a

lands in such a way that fl

d hazards and

basis for managing the use %‘ flood prone

damage during future floods| are minimized

or eliminated.

This folder has been prepardd for Washoe

County by the Sacramento
Army Corps of Engineers.

District, U.S.
is partially

based on data in the report|pntitled ““Flood
Plain Information, Southwest Foothill

Streams, Reno, Nevada.”
report and this folder are a
request from the Regional P
mission of Reno, Sparks and
County.
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FLOOD PATTERNS
o~ SOUTHWEST FOOTHILL STREAMS

RENO, NEV&DA
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OVERFLOW LIMIT?

Intermrldiate Standard
—— Water == Regiongl ™ Project
Channe Flood Flood

APPROXIMATE SCALE

Maps and other illustratiorls for the remain-
der of the study area (the |flood plains and
immediately adjacent areas|along the lower
reaches of Evans, Dry, Thdmas, and Whites
Creeks and Skyline Wash) §re contained in

the FP! Report.
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FI.OOD PLAIN MANAGEMENT MEASURES USABLE FOR THE REDUCTION OF FLOOD DAMAGE

PREVENTIVE MEASURES

OPEN SPACE DEVELOPMENT

Selected

greenbelt, agricultural, park and recreational uses

|

| Floodway Fringe Floodway Floodway Fringe

I (Secondary (Primary (Secondary Zone)
| Zone)

|

I Selected

Flood

S

1 |
| 1
— |
I !
Zone) | |
I I
| |
‘ |
|
I I

land fill and pile structures
]

CORRECTIVE MEASURES
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Preventive measures reduce vulnerability to flood
damage and provide for greater flexibility in land
use management, often at minor cost and with
little adverse effect on the environment. Preven-
tive measures other than those illustrated above
include subdivision regulations, building codes,
health regulations, tax adjustments, warning signs,
and flood insurance. Corrective measures are
often required to alleviate existing flood problems
and forestall future problems.
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Public and Private !

Two types of corrective measures are illustratea
above. Others include dams and reservoirs, flodd
plain evacuation, flood forecasting, and urban
redevelopment. Preventive and corrective mea-
sures may be used by themselves or in varying
combinations to meet the specific needs of a par-
ticular flood prone area. Public support is
necessary to obtain needed flood damage reduc
tion through flood plain management measures.
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PREFACE

The portions of Reno and adjoining areas in Washoe County covered
by this report are subject to flooding from Evans, Dry, f%omas, and
Whites Creeks and Skyline Wash, which are located gemerally in or in the
vieinity of Reno, and south of Plumb Lane and west of U. S. Highway 395.
For convenience of reference, the watercourses involved in the study have
been designated as the "Southwest Foothill Streams." Properties along
these watercourses are primarily agricultural and rural-residential, and
have been moderately damaged by floods in the past. Floods larger than
those that have occurred in the past can occur in the future. Aecordingly,

flooding and flood damage can still be expected.

This report was prepared because knowledge of potential flooding is
important in the land-use planning of flood plains. It contains infor-
mation on past floods, and maps, profiles, and eross sections that indi-
cate the approximate extent and depth of inundation from large floods
that can reasonably be expected to occur in the future{a) For purposes
of this report, these future floods have been designated as the Inter-
mediate Regional and Standard Project Floods. The report provides the
etty and county a basis for study and planning for optimum use and
development of flood prone areas through aoning and subdivision regu-
lations, construction of flood control projecte, or by a combination of
these and other approaches to reducing flood hazards and flood damage.

Information contained in the report would also be useful in programs

(a) The maps showing areas flooded by Evans, Dry, Thomas, and Whites
Creeks in thie report join and extend upstream those contained in
earlier reports entitled "Flood Plain Information, Truckee River,
Reno-Sparks-Iruckee Meadows, Nevada" (October 1970), and "Flood Plain
Information, Steamboat Creek and Tributaries, Steamboat and Pleasant
Valleys, Nevada" (June 1972).




dealing with ecological and emvirommental aspects of the study area and
tts land-use role as part of its surroundings. Recommendations or plans
for solution of continuing flood problems in the study area ave not in-
cluded in this report. Neither does it extend any Federal authority

over zoning or other regulation of flood plain use.

This report was prepared at the request of the Regional Planning
Commiggion of Reno, Sparks and Washoe County, with the indorsement of
the Nevada Department of Water Resources, under the continuing authority
provided the Corps of Engineers in Section 206 of the 1960 Flood Control
Aet (Public Law 86-645), as amended.

The Sacramento District gratefully acknowledges the assistance and
cooperation of the Reno City FEngineer, the Washoe County Engineer, the
Nevada Department of Highways, the Nevada Historiecal Society, the U. S.
Soil Conservation Service, the Nevada State Journal, and individuals
who diréctly or indirectly aided in the preparation of this report.

The Regional Planning Commission of Reno, Sparks and Washoe County
will make the information in this report available to all interested
agencies and individuals. Copies of the report and information on its
use are available from that agency. The Saevamento District of the Corps
of Engineers will, upon request, provide technical assistance to local,
State, and Federal agencies in the interpretation and use of data
presented herein, and will provide other available flood data related
fhereto.
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BACKGROUND INFORMATION

SETTLEMENT

Permanent occupation of the study area was begun in the 1850's by
settlers who cut wild hay or raised wheat to support immigration to the
California gold fietds, mining activity along the Comstock lode, and,
in the 1860's to support construction of the Central Pacific Railroad
east and west of Reno. Early development was based on |ivestock produc-
tion and, with the introduction of irrigation in i865, more varied
agricultural activities that included production of barley, oats, and a
variety of vegetables and fruit. Logging to supply timber for the
Virginta City mines and firewood for Reno became important activities
following completion of the now-abandoned Virginia and Truckee Rallroad

I Tne between Reno and Virginia City.

In the early days, the railroad was very significant to the economy
of the study area. Huffaker's Station became a shipment pocint for agri-
cultural products and large amounts of timber and stovewood flumed down
from the mountains to the west. With the decline of the Comstock, the
impor%ance of the railroad faded and the economy of the study area
settled back on the true wealth of the region--the fertile meadowlands
and abundant water suppiy. Farming and ranching continued as the prin-
cipal economic activity of the area for many years, Following Worid
War Il, the need for housing and the proximity of the study area to Reno
resulted in a trend to convert agricultural lands to subdivision and
rural residential uses. With continued expansion of the Reno area due
to its favorable business environment, its increasing poputarity for
year-round recreational activities, and the general need for people to
work in a metropolitan area and their wish to live in scenic, pastoral
settings, It Is expected that the trend to develop agricultural land
to urban uses will continue.




THE STREAMS AND THEIR VALLEYS

The study area for This'reporT comprises the southwest sector of a
large intermountain valley known as Truckee Meadows, and consists of
the flood plains and immediately adjacent areas along the lower reaches
of Evans, Dry, Thomas, and Whites Creeks and Skyiine Wash. The creeks
involved in the study are tributaries to Steamboat Creek. Skyline Wash
is tributary to Virginia Lake, a recreation pond in the southern part of
Reno. The stream reaches studied extend from Highway 395 west to about
the foothill line on Evans and Dry Creeks (distances of 2.6 and 3.3
miles, respectively), and from the western limit of the Steamboat Creek
Intermediate Regional Flood plain west to about the foothil! line on
Thomas and Whites Creeks (distances of 6.7 and 6.5 miles, respectively).
The study reach atong Skyline Wash extends from Virginia Lake west to
the foothill line, a distance of about 3 miles. In general, the study
area extends from the southern part of Reno on the north to Steamboat
Hilts on the south. (See Plate I.)

The Southwest Foothill Streams rise in the Carson Range and flow in
northeasterly trending courses to the foothills and valley floor. About
2 miles west of Highway 395, Whites Creek divides into four distinct
distributary channels, the northernmost of which is the main channel
and carries most of the flow. Elevations in the watersheds range from
about 4,400 feet in Truckee Meadows to about 10,800 feet in the highest
headwater areas on Mount Rose. Vegetation in the higher elevations
consists of second growth pine and fir; patches of manzanita, snowbrush,
and bitterbrush; and isolated stands of mountain mahogany. In the
middie elevations, vegetation consists of sagebrush, and bitterbrush,
with a ground cover of hardy perennial and annua! native grasses. The

valley floor areas are mostly improved meadowlands used for pasture
and production of hay.

In the headwater areas, the climate is classified as dry-subhumid
and average annual precipitation is about 40 inches. Winter precipi-

tation usually occurs as snow and a moderate snowpack accumulates.
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Temperatures in the higher elevations range from average dally winter lows

of 10 degrees to average dally summer highs of about 70 degrees.

The climate on Thé vailey floor is classified as semiarid and average
annual precipitation is about 8 inches. Wintertime precipitation fre-
quently occurs as snow, but it seldom remains for more than 3 or 4 days,
Temperatures range from average daily summer highs of about 80 degrees,
with maximum daytime temperatures frequentiy exceeding 90 degrees, to
average daily winter lows of about 20 degrees, with daytime temperatures
frequently lower than 32 degrees. In the summer, cloudburst type storms

frequently occur over the drainage basins of the streams under study.

In total, the Southwest Foothiil Streams drain abouT 55 square miles
upstream from Highway 395. Approximate drainage areas are shown in
Table i.

TABLE |

DRAINAGE AREAS
(AT Highway 395)

Stream Drainage.Area
— sq. mi.
Evans Creek 2.5
Dry Creek ‘ 14,1
Thomas Creek 1.3
Whites Creek 7.1
Skyline Wash : 2.3

The streams flow in deep notches down the mountain slopes, emerging
onto alluviai fans as they near the valiey floor. The outwash fans are
characterized by deposits of large bouiders and rocks on the higher slopes.
As the streams approach Highway 335 and gradients flatten, the debris
becomes smaller in size. Stream channels are too small to carry any but
minor floodflows and follow confusing courses across the outwash fans,

Each stream has distributary channels that would seemingly pose severe
flood threats, but are blocked near the present active channels by debris
plugs. Extensive channel maintenance to remove debris is often required

after heavy runoff to prevent the streams from changing course.

3




DEVELOPMENTS IN THE STUDY AREA

Livestock raising is the principal agricultural pursuit in the study
area and it Is generally centered south of Huffaker Hl|ls and east of
Highway 395. Developments include those associated with |ivestock pro-
duction and consist of ranchhouses, barns, sheds, corrals, fences, and
irrigation facilities. Lake, Last Chance, and Steamboat Ditches, the.
principal irrigation conveyance facilities, traverse the study area in
a northwest-southeast direction. Ranches are also located in the southern
part of the study area between Highiway 395 and Steamboat Ditch, but this
area is rapidly being converted to rural residential and suburban-estate
type developments. Crop production is related to stock raising and in?
cludes feed and forage crops for cattle maintenance and winter subsistence.
Large acreages are devoted to irrigated pasture. The northern sector of
the study area includes a portion of the city of Reno and county areas
being developed to suburban subdivisions. Commercial development |n-
cludes shopping centers along Highway 395 in Renc, and many tourist-
oriented facilities such as motels, service stations, and restaurants along
that thoroughfare. The present population of the study area Is estimated

at about18,000 and is expected to increase to about 45,000 by the vyear
2000 (@

Surface transportation facilities In the study area consist of
Highway 395, a network of county roads, and city streets in Reno. State
Highways 7 and 27, which join Highway 395 at the southern 1imit of the
study area, afford access fo points east and west, respectively. Major

airlines maintain scheduled flights to Reno Municipal -‘Airport.

At present, the study area is not extensively urbanized, but a large
area, about 30 percent of the land, is devoted to rural residential uses.
About |0 percent of the area is residential, about |-2 percent Is com-
mercial, and about 60 perceﬁf remains devoted to agriculture. |t is

expected that existing land-use patterns in the study area will undergo

(a) Based on projections made by the Bureau of Business and Economic
Research, University of Nevada.

— 1 )

L

.

S R B




]

only minor changes in the next 25-30 years. Urbanization will continue at
a fairly rapid rate in the northern sector, and more extensive conversion
of agricultural land to rural subdivision and estate-type development Is
expected essentially throughout the study area. Commercial development
will continue to the south and will become more dense, and some !ight

industrial development may take place along Highway 395. By the year 2000,

it Is estimated that about 20 percent of the study area will be urbanized,
40 percent will be devoted to rural residential uses, 2-3 percent will be
in commercial or light industrial use, and about 40 percent will be in

agricultural uses.




FLOOD SITUATION
SOURCES OF DATA AND RECORDS

Information relative to past floods was developed from available
streamflow and precipitation records, from interviews with local! residents,
from research of newspaper files and historical documents, and from reports
of other agencies{a) Basic hydrologic data were derived from streamf|ow

records of the stations shown in Table 2.
TABLE 2
STREAM GAGING STATIONS %/

Station Period of Maximum Recorded
Number (b) Station Name Record Peak Flow
c.f.s. date

f Whites Creek near

Steamboat, Nevada [1961-1966 2,280 ~Aug 15, 1965
2 Hunter Creek near '

Reno, Nevada 1961-1971 986 Jan 31, 1963
3 Galena Creek near

Steamboat, Nevada |96|-present 3,670 Aug 15, 1965

(a) Stream gage data were extracted from U. S. Geological Survey surface
water records for Nevada. .
(b) As shown on Plate 1.

There are two precipitation stations near the study area, one on the
mountain slopes immediately adjacent to the dralnage basin of Whites Creek,
and one at the Reno Alrport on the valley floor. Records from these
stations were used in the basic hydrology studies made for this report.

(a) Especially Southwest Reno Waterghed Investigation Report jointly
prepared by the Soil Conservation and Forest Services, U. S.
Department of Agriculture.

7




Information on the stations used and the precipitation recorded for selected
major winter storms are shown in Table 3, Precipitation data on cloudburst

events are not available.
TABLE 3
PRECIPITATION STATIONS

Precipitation

(inches)
Station Average Dec 18724 Jan Z29-Feb | Dec Z1-24
Number(a) Station Name Annual {955 1963 i964
| Reno WB Airport 7.15 4,75 2.77 . 1.55
2 Mt. Rose-Christmas (d)
Tree(b) 32.24 (c) 13,58 15.58

(a) As shown on Plate 1.

(b) Formerly Mt. Rose Highway Station.

(e) Not yet installed. '
(d) 7.13 inches recorded for the 24-hour period ending 4:30 pm, January 31.

Since streamflow and precipitation data on the study area are very limited,
supplemental data were synthesized from records of other smail drainage
areas having similar hydrometeorological characteristics. Hydrologists
familiar with the area made a detailed field inspection of the drainage
basins to define their runoff characteristics.

The topographic maps prepared for this report to show areas that would
be inundated by ifarge future floods (Plates 7-14) were based on the U, S,
Geological Survey 7.5 minute quadrangle sheets entitled "Renco", 1967,
"M+, Rose NE", 1969, and "Steamboat", 1967. Stream profiles and cross

sections were developed from those quadrangles and supplemental survey data

furnished by the Nevada Department of Highways and the Washoe County Engineer.

In tfotal, data for more than 200 cross sections were developed for use in
preparing the report. Structural dimensions on bridges and culverts were
furnished by the Nevada Department of Highways, or obtained by field Inves-
tigation during the course of the study.
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FLOOD SEASON AND FLOOD CHARACTERISTICS

Rainfloods can occur in the study area anytime during the period
October through March. This type of flood results from prolonged heavy
rainfall over the drainage areas and is characterized by high peak flows
of moderate duration. Flooding is more severe when antecedent réinfall
has resulted in saturated ground conditions, when the ground fs frozen
and infiltration is minimal, or when warm rain on snow in the higher ele-
vations adds snowmelt to rainflood runoff. Severe but localized flooding
may result from cloudburst storms centered over the stream basins. These
storms may occur from late spring to early fall, but generally occur during
the summer months of July and August. Runoff from cloudbursts is char-

acterized by high peak flows, short duration, and small volume. Due to the

~small areal extent of the snowpack that accumulates in the high elevations,

melting snow during the late spring and early summer months does not con-

stitute a serious flood hazard in the study area. Winter rainfloods, some-
times augmented by melting snow, have occurred in Thé study area much more
frequently than summer cioudbursT‘floods, but cloudburst flooding would be

the most severe due to high velocities and greater peak flows.
FACTORS AFFECTING FLOODING AND ITS IMPACT
Obstructions to Floodfiows.:

Natural obstructions to floodflow include brush and other vegetation
growing along streambanks in f!oodWay areas. During floods, brush growing
in floodways impedes floodflows and results in backwater and increased
flood heights. Brush washed out during floods and carried downstream may
col lect on bridges or plug culverts, *hus creating a damming effect and
overbank flow. As floodflow increases, masses of debris may break loose
and a wal! of water and debris may surge downstream until another obstruc-

Tion is encountered.

Man-made obstructions to floodflow in the study area consist of a

number of bridges, culverts, and irrigation flumes., Debris cellecting on

a bridge may increase to the point where its structural capabl lity Is exceeded

and the bridge Is destroyed, or may ralse water levels to the extent that




abutments are eroded and the overlying and approach roadbed flooded or
damaged. Culverts in the study area are easily plugged, thus forcing
floodwater out of the stream channel and onto the flood plain. Debris
blocking the opening under an irrigation flume may dump storm runoff
intfo the irrigation ditch and cause flooding along the ditch at
locations remote from the stream. Debris may rupture the flume or plug
the ditch. During the irrigation season, this aggravates the flood

situation by adding irrigation water to floodflow.

In general, obstructions restrict floodflows and cause overbank
flows, unpredictable areas of flooding, destruction of or damage to
stream crossings, and increased velocity of flow immediately down-
stream. Representative obstructions In the study area are shown in

Figures 1-6. Pertinent data on obstructions to floodflow are shown in

Table 5, page 30.

Figure 1 - Culvert on Evans Creek at Highway 395.
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Figure 2 - Culvert on Dry Creek at Huffaker Lane.

Figure 3 - Bridge over Dry Creek at Timothy Lane.




Figure 5 - Upstream view (left) and downstream view (right) of
flume at Steamboat Ditch crossing of Thomas Creek.
Upstream view shows flash boards used to divert
Steamboat Diteh flows into Thomas Creek.
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Figure 6 - Culvert on Whites Creek at Highway 395.

Flood Damage Reduction Measures.

There are no existing or authorized flood control structures that
would reduce flood damage in the study area, and none are under investi-
gation by the Corps of Engineers. As part of an investigation of provid-
ing flood protection in Truckee Meadows, the Corps of Engineers has
proposed construction of a dam at Huffaker Hills to control Steamboat
Creek, a channel to divert floodflows from Evans and Dry Creeks into the
reservoir, and other project facilities. At present, the project is in-

active due to lack of local support. Watershed protection projects that
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would provide some flood protection in the study area are under consider-
atfon by the Soil Conservation Service. These projects would include flood
retarding and diversion structures, channel improvement work, dike con-
struction, and land treatment measures. Washoe County recognizes the

problems of use and development of flood-prone areas, and has adopted a
building code that requires construction setbacks along streams. However,

zoning or other land-use measures that would guide development of flood
prone areas toward optimum uses commensurate with the fliood hazard have

not been adopted for the study area.
Other Factors and Their Impacts.

Flood warning and forecasting. -~ The National Oceanic and Atmospheric
Administration (NOAA), through its National Weather Service (NWS), maintains
year-round surveillance of weather and flood conditions. Daily weather
forecasts that apply generally to watersheds dralning the slopes of Mount
Rose are issued by the NWS office in Reno, and disseminated by the local news
media. Specific forecasts of flooding are not made for these watersheds.
Thunderstorm activity leading to possible cloudburst situations in a
general region can be forecast with a moderate degree of dependability,
However, accurate prediction of flood-producing cloudbursts over specific
small drainage basins such as those of the Southwest Foothi!!l Streams is not

possible and, in any event, would provide little advance warning of flood-
flows.

Flood fighting and emergency evacuation plans. - A coordinated plan
for flood fighting and other flood emergencies has been developed by
Washoe County in cooperation with the cities of Reno and Sparks. In general,
the plan provides that the Directors of Publlic Works supervise fiood emer-
gency operations in their respective jurisdictions, and that the Civil
Defense Agency for Washoe County coordinate activities in the three po-
litical entities involved, establish communications, disseminate weather
and flood information, and request State and Federal assistance when the

flood situation so warrants. Formal plans for emergency evacuation of
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people and property from flood prone areas have not been developed., The
Corps of Engineers responds to requests for flood fighting and rescue work
when the emergency is beyond the capabilities of State and local govern-

mental agencies.

Storage of floatable materials in flood plain areas. - Floatable
materials resulting from agricultural and commerciat operations, or
from other activities, may be picked up and carried away by floodwaters;
thereby increasing flood losses. Flood hazards are intensifled by such
materials collecting against bridges or piugging culverts and obstructing

the passage of floodflows.

The residential and commercial uses of flood plains in the study
area do not resuit in the accumulation of signiflicant amounts of float-
abie materials that could be carried away by floodwaters. Agriculturai
operations may result in the temporary storage of small amounts of baled
hay possibliy subject to flotation. Thus, the presence of floatable
materials constltutes a negligible added flocod hazard or potential fleod

loss.

Flood borne debris. - Trees and brush washed out by floods, dead-
wood lying altong stream channels, and sand, silt, rocks, and boulders
carried by floodflows aggravate the flood hazard in the study area by
plugging culverts and collecting on or filling under bridges. This is
particularly true in the higher portions of the study area where stream

gradients are very steep. Debris can block small channels on the out-

_wash fan, thus diverting floodfiows into other distributaries and re-

quiring extensive channel maintenance to avoid a permanent change in the

stream course.
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PAST FLOODS
SUMMARY OF HISTORICAL FLOODS

Truckee Meadows and the streams draining the foothill slopes of
Mount Rose have a long history of winter rain-snowmelt and summer cloud-
burst floods. The earliest known wintertime flood occurred in December
1861-January 1862. Since that time, similar floods occurred in 1867-68,
1871, 1886, 1904, 1907, 1909, 1928, 1937, 1943, 1950, 1955, 1963, and |
1964. The earliest known summer cloudburst flood occurred in July
1869. Similar flood events occurred in 1878 and 1965. Undoubtedly
others have occurred on the Southwest Foothill Streams, but they have

-gone unrecorded.

FLOOD RECORDS

Specific information on past floods in the study area is very |imited
due to the lack of streamflow records and because its rura! and relatively
unpopulated nature usually preciuded detaited news media reporting of flood
events. Flood information in this report is based mainly on data contained
in the joint Soil Conservation Service-Forest Service report referred o
on page 6. That report reflects exhaustive research into the files of
the Carson District Forest Ranger Office, the Toiyabe National Forest
Supervisor's Office, the Soil Conservation Service State Office, and the
Reno and Carson City newspapers.

FLOOD DESCRIPTIONS

Winter Rainfloods.

During the floods of December 186i-January 1862, Truckee Meadows
became a vast lake of floodwater resulting from heavy rain and melting snow
on the watersheds of the Southwest Foothill Streams and other tributaries

To Steamboat Creek. Ranch buildings, pasture, and farm lands were damaged.
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Ancther severe rain-snowmelt flood occurred in December 1867-Janitary 1868,
All of the Southwest Foothill Streams overflowed their banks and discharged
floodwater into the Meadows area, which again became a large inland lake.
The Meadows were again flooded as a result of prolonged rain in December
1871. The Southwest Foothill Streams were especially heavy flood producers
during the storm period and, although the flood was judged less severe Than
earlier ones, every crossing on the newly constructed Virginia and

Truckee Railroad between Reno and Steamboat and much of the roadbed itself
was destroyed. Repair and restoration of the railroad required several
weeks, Drenching rain on snow again resulted in flooding by the Southwest
Foothill Streams in January 1886, but information on damage was unrecorded.

The winter rainfloods that occurred in February 1904, March 1907,
January 1909, March 1928, December 1937, and January 1943 were all similar
in magnitude and pattern of flooding, except that the 1907 inundation was
the worst experienced between 1868 and 1950, In every flood, the Southwest
Foothill Streams contributed to creation of a lake in the Meadows area
and resuitant semi-marsh conditions that persisted until late spring.
Floods that occurred in November 1950, December 1955, January-February 1963,
and December 1964 were also similar in magnitude. These were severe floods
and the most damaging rainfloods known because they occurred after
residential and business areas of Reno began to spread to the south and
southwest. |In each flood event, residential, business, and agricultural
areas were flooded. Residential damage was minor but some residents
were evacuated from their homes and some rura! residences were isolated
by floodwater and damaged roads. In agricultural areas, irrigation
facilities were damaged; livestock was threatened; baled hay and hay-
stacks were lost; and deposits of sand, siit, and other flood detritus
were left on the tand. Sections of Steamboat, Lake, and Last Chance

Ditches were washed out and streambanks were eroded.
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PAST FLOODS
SUMMARY OF HISTORICAL FLOODS

Truckee Meadows and the streams draining the foothill slopes of
Mount Rose have a long history of winter rain-snowmelt and summer cloud-
burst floods. The earliest known wintertime flood occurred in December
1861-January 1862. Since that time, simiiar floods occurred in 1867-68,
1871, 1886, 1904, 1907, 1909, 1928, 1937, 1943, 1950, 1955, 1963, and |
1964. The earliest known summer cioudburst flood occurred in July
1869. Similar flood events occurred in 1878 and 1965. Undoubtedly
others have occurred on the Southwest Foothill Streams, but they have

gone unrecorded.
FLOOD RECORDS

Specific information on past floods in the study area is very |imited
due to The lack of streamflow recofds and because its rural and re]aTively
unpopulated nature usually precluded detailed news media reporting of flood
events, Flood information in this report is based mainly on data contained
in the joint SoiI»ConservaTion Service-Forest Service report referred to
on page 6. That report reflects exhaustive research into the files of
the Carson District Forest Ranger Office, the Toiyabe National Forest
Supervisor's Office, the Scil Conservation Service State Office, and the
Reno and Carson City newspapers.

FLOOD DESCRIPTIONS

Winter Rainfloods.

During the floods of December 186(-January 1862, Truckee Meadows
became a vast lake of floodwater resulting from heavy rain and melting snow
on the watersheds of the Southwest Foothill Streams and other tributaries

to Steamboat Creek. Ranch buildings, pasture, and farm lands were damaged.
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Another severe rain-snowmelt flood occurred in December 1867-January 1868.
All of the Southwest Foothill Streams overflowed their banks and discharged
flocdwater into the Meadows area, which again became a large inland lake.
The Meadows were again flooded as a result of prolonged rain in December
1871, The Southwest Foothill Streams were especially heavy flood producers
during the storm period and, although the flood was judged less severe than
earller ones, every crossing on the newly constructed Virginia and

Truckee Railroad between Reno and Steamboat and much of the roadbed itself
was destroyed. Repair and restoration of the railroad required several
weeks. Drenching rain on snow again resulted in flooding by the Southwest
Foothill Streams in January 1886, but information on damage was unrecorded.

The winter rainfloods that occurred in February 1904, March 1907,
January 1909, March 1928, December 1937, and January 1943 were all similar
in magnitude and pattern of flooding, except that the 1907 inundation was
the worst experfenced between 1868 and 1950. In every flood, the Southwest
Foothill Streams contributed to creation of a lake in the Meadows area
and resultant semi-marsh conditions that persisted until late spring.
Floods that occurred in November 1950, December 1955, January~February 1963,
and December 1964 were also similar in magnitude. These were severe floods
and the most damaging rainfioods known because they occurred after
residential and business areas of Reno began to spread to the south and
southwest. In each flood event, residential, business, and agricultural
areas were flooded. Residential damage was minor but some residents
were evacuated from their homes and some rural residences were isolated
by floodwater and damaged roads. |In agricultural areas, irrigation
facilities were damaged; |ivestock was threatened; baled hay and hay-

“stacks were lost; and deposits of sand, silt, and other flood detritus
were left on the land. Sections of Steambhoat, Lake, and Last Chance
Ditches were washed out and streambanks were eroded.
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